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0 FOREWORD


“Can’t see the forest but only the trees” is a fluent translation of a Finnish saying “Ei näe metsää puilta”, which basically means that one can see only the single units, the trees, but not the whole entity that is the whole forest including trees together, undergrowth, flowers and other small plants growing and many kinds of animals living in the forest.


Same can be applied in business in any working position: We can see the elements but not the big picture. Due to this we make our decisions based on partial information about the whole truth. which in turn leads to not comprehensively understanding the business-related consequences of the decisions made. For example, making an investment decision based on the lowest procurement price, leading to a saving of 20 000 € upon the initial purchase, but at the same time increasing the operating or maintenance expenses worth of 0,2 € per product in the lifetime volume of 7 years of production with total volume of 400 000 pieces. In practice, this means that the 20 000 € saving on the initial price which ends up costing 80 000 € in operational expenses. As a result, we easily end up wondering why total expenses keep on increasing despite putting so much effort on saving on the initial purchase price.


And this is where the concept called Total Cost of Ownership, TCO, steps in. As the name very well describes, it is a concept focusing on defining all the aspects of all costs related to a purchase. Moreover, it can be applied to working processes and anything in business and many things also in private life. Moreover, by optimizing total costs of ownership much more sustainable financial gains can be made than for example the temporary savings achieved by laying people off in an economic downturn. And this is exactly what makes TCO such a versatile tool at trying to make more money at business.


It is also one of the reasons why this book exists: To try and convince decision makers in business life that there are many more ways to make money in business than just trying to buy low, sell high and lay off a lot of the personnel during the first financial hiccup. But more about this in the later chapters of this book.


In this book, to make it efficient just like the concept itself, Total Cost of Ownership is referred to as TCO. Based on research done on the topic during the writing process of this book, TCO is the common abbreviation, which means it can be used in the context of any aspect of the whole concept if wanting to search for further knowledge beyond what’s written in this book. As an author I also do not claim to know everything about TCO. On the contrary, just like You, the reader of this book, I am also a student of this topic, even if I already know quite a bit. And I’ve also brought my own experience into the creation of this book, often referred to as “(author’s experience)” to distinguish it from the information or ways of expressing things coming from other sources. I also want to make a notion that this is not a 100 % schoolbook. Aside from bringing in my knowledge of Total Cost of Ownership that I already have plus what I learn in the process of making this book, I also intend to bring in my motivations for the whole topic, which can be seen in a few parts of this book, remarked as “(author’s view)”. I find it highly fascinating to learn new aspects of the topics I am interested in. And You, the reader, have also the complete freedom to apply anything You find useful within this book in Your own private life or in business. However, I strongly recommend reflecting it on the conditions in which these things are being applied, such as data systems available, corporate culture, strategy and so on to achieve actual financial gains. There is no one single universal model that works everywhere equally well.


However, at this point I want to apologise for not having any pictures in this book. My intention was to have quite a few pictures, but life and general terms and conditions got in the way. And I don’t intend this as blame, it is what it is. I hope this will not hinder Your motivation to get to know this fascinating subject.


Without further ado, let us embark on a fascinating journey on the comprehensive ship that is called TCO and sail the seas of complex interdependencies and waves of decision making.


Sail on!









Abbreviations & Glossary


TCO = Total Cost of Ownership


KPI = Key Performance Indicator


OpEx = Operation Expense


CapEx = Capital Expenditure


OEM = Original Equipment Manufacturer


Cost from the supplier’s point of view = The price it pays to its own suppliers for goods or services and what it pays to internal/external personnel for the related work to implement the goods/services.


Price from the supplier’s point of view = Cost + profit margin (+ contingency).


Initial cost = The price tag including the full cost breakdown + the internal work gone into getting the quotations + work done until before installation and commissioning.


Cost of operation = All costs during installation and commissioning phase including related tests and test material, internal work of potential issue resolution and Quality development. This also includes the energy and process utility consumption of a piece of physical machinery.


Cost of maintenance = All costs related to preventive, documenting and reactive maintenance of the purchase item.


Cost of downtime = All costs related to the stoppages of work due to malfunction or failure of the purchase item.


Cost of production = Capacity, availability, quality output and environmental impact of the purchase item, as well as potential rework and scrapping costs related to quality defects.


Remaining value / Costs of disposal = What is the total cost effect of the end of the planned use life of the purchase item? Can it be e.g. sold onwards or reused?


CBD = Cost Breakdown = Splitting the total quotation over several items, showing the total € for each item separately.


MTTR = Mean Time To Repair


MCTR = Mean Cost To Repair


NPD = New Product Development


NDA = Non-disclosure agreement


CoP = Community of Practice


SoP = Start of Production









PART A – BASICS, APPLICATIONS AND IMPLEMENTATION OF TCO


Even though many aspects of Total Cost of Ownership are considered at work, and thought of for example during the purchasing process, they’re mostly not considered as one connected concept. Just like one of our managers said, when I was holding a TCO basics training at work, this concept gives a clear structure to all these topics.


And just like with any big topic, we must start from basics, starting from its importance and a practical real-life example to help You, dear Reader, understand the topic. After this we’ll deep dive the elements of TCO. And even though these elements contain quite a bit to internalise, knowing the theory alone won’t be very useful if not applying it, nor knowing how to apply it, which is why after going through the elements of TCO we shall look into how to apply and implement it. And to help at implementation of it, we must understand in which kind of situations it can be applied, as well as certain basic terminology and concepts within Cost Engineering and Management Accounting. And let’s not forget one of the key requirements for success at any transformation change in a working organisation: Management commitment. After all, management is in a crucial position to ensure the workload, non-human resources and facilitation of collaboration to succeed at implementing the Total Cost of Ownership. Let’s set our sails and embark our fascinating journey together.









1 BASICS OF TCO


” No gain is so certain as that which proceeds from the economical use of what you already have”, says a Latin proverb (Forbes, 2015). Latin language has a lot of proverbs that are simple yet contain a lot of truth within. In the context of TCO this exact proverb applies especially well, as it can be extended both to what we already have, as well as to what we are planning on achieve or obtain. And this is basically what TCO is all about: Understanding the comprehensive view of the total costs related to any purchase item, asset, organisational function and so on. And when we understand the whole big picture, we can make better-informed decisions, which in turn leads to improved operational efficiency and profitability.


In practice, traditionally TCO consists of the following categories:




	initial cost


	cost of operation


	cost of maintenance


	cost of downtime


	cost of production and


	remaining value.





But there is much more to the whole concept, both in terms of cost elements included as well as time scope of each purchase topic. In fact, even though TCO is often considered to start from receiving the quotation for the requested goods or services and activities related to the selection of the supplier and the goods or services to be procured and making the purchase decision, a lot of effort is put into the topic in question already even long before the purchase decision is made. These cost components can be described as pre-transaction components, and they include for example:




	identifying the purchase needs


	investigating and contacting potential suppliers for the needed goods or services


	checking the background and financial status of the suppliers


	
mutual education of getting of the supplier getting to know their customer and vice versa


	creating the technical specifications for the purposes of Request for Quotation and


	adding the selected supplier into the corporate data systems if required.





Next, in the chronological order of a purchase, are the transaction components. These are the cost elements related to the whole initial purchase itself from the supplier selection all the way until the goods or services have been received, evaluated, verified OK and paid. These cost components include things like:




	purchase price


	preparation and placement of the purchase order


	follow-up and potential correction needs


	costs related to interim approvals if required


	delivery transportation


	tariffs and duties


	billing and payment


	inspection of the received goods or services


	(reclamation and related correction process)


	installation and commissioning in the case of physical goods


	required qualification or training.





Each of these cost components can and should be evaluated also separately, but this evaluation work is also part of the total cost of ownership of each purchase. Thus, I strongly recommend putting the most effort in the comparison of the major cost drivers, but light evaluation of even minor cost drivers is recommended, because it is not very uncommon to realize something particularly important for the whole purchase when analysing each cost component.


Lastly, there is the third category of cost components called post-transaction components. These include:




	
line fallout = percentage of anticipated defects by Supplier for all parts and/or assemblies (Law Insider Inc., 2013-2024).


	defective finished goods rejected before sales


	preventive and reactive maintenance and related downtime


	customer goodwill


	potential reputation effects from good or bad punctuality and/or quality of delivery of products


	energy and water costs


	disposal costs at the end of the use life (Ellram, 1993).





This third category of cost components is in a way quite paradoxical. As it is often the most distant one from the purchase in time, it is least frequently considered in relation to a specific purchase. Yet, this category can form the biggest share of the overall TCO due to its long duration. This underlines the importance of Total Cost of Ownership further when comparing all expenses related to any purchase.


1.1 Why is TCO important


Total Cost of Ownership is highly beneficial when aiming for improved profitability in any area of business, any function or any activity. This boils back down to the Latin proverb presented in the beginning of this chapter. And thus, it doesn’t only apply to purchasing and collaboration with suppliers but also to many other aspects, such as internal working processes, quality, supporting business strategy work, evaluation of stakeholder value and making quotations for potential customers. This is because, as cynical or materialistic as it sounds, almost anything can be measured in money. And this is true even if not all costs can be allocated per purchase or asset and many things cannot be defined in money until being fully completed, seeing the total actualized costs. Furthermore, TCO helps at showing how all these are interconnected in business.


Moreover, where TCO also brings a huge added value is planning work. This is because a proper TCO evaluation requires vast amounts of clarifications, investigations and data if wanting to form the comprehensive picture in costs related to any purchase or process ownership. While conducting these clarifications and data collection, it often happens that some crucial points are realized and would have been missed without this work (Spencer, 2024). TCO plays a big role also in financial feasibility studies and financial decision making in general, because by understanding the TCO of a single purchase and even a whole project, more accurate financial projections can be made about the expenses and returns in each case. Being applicable for whole projects means TCO is also a highly useful concept in program management, which, among other tasks in it, concerns prioritization of different projects and the resources between them (Fernandes. 2023).


A TCO model also benefits decision making and potentially gives a full indication of total costs and returns of investment of a purchase. Through this, it may be that the option with the lowest purchase price will turn out expensive for example by significantly increasing handling and warehousing costs (Logistiikan maailma, 2024). Furthermore, Total Cost of Ownership is not only applicable in internal decision making and internal processes but also in business-to-business trade and with suppliers and other external stakeholders. For example, many companies nowadays require a complete analysis of total cost of ownership from their suppliers to be able to make more informed decisions in supplier selection and so on (Fishman Corporation, 2024). In addition to this, TCO has a plenty of other benefits and uses that are handled in this book. But that is enough of theory for now, let us take a look at a real-life practical example.


1.2 Practical example


Imagine you have decided to buy a car. For some of us this is exciting, for some of us this is stressful and just a necessary “evil” to make do in life without proper public transport or not to be tied to fixed schedules. Whichever the case, I hope this example can be of some use. However, I recommend proceeding with caution when it comes to pairing this practical, non-corporate example to everyday life in business: Many aspects of a car might be more of a question of emotion, rather than sense, to many of us whereas I hope most of the decisions are made in business with logic and reason, rather than emotion. Therefore, we shall apply here what some call “cold business” and stick to the evaluation of total cost of ownership. And to avoid taking half the book with this example, we shall simplify.


When it comes to buying a car for everyday use, many of us start by pondering what kind of car it should be. And just like described in the opening chapter of this book, this is where the TCO starts, even though this phase applies to any of the options out of which one will ultimately be selected. However, even though the amount of work done, and time spent, at this phase might be quite similar regardless of which option we finally end up with, the decisions made at this point may have an enormous impact on the total cost of ownership of the car we ultimately end up choosing. Unless the choice is already obvious, many of us start with the body type of the car. Should it be a sedan, station wagon, hatchback or perhaps an SUV? All of them have their benefits and reasons why people tend to choose any of them, but when it comes to pure reason, this choice is often made based on the required amount and type of load capacity. Basically, this means how many people the car must transport around regularly and how much cargo in addition to people. Besides the quantity of people, also their physical size matters; how big a car you need. From the point of view of total cost of ownership, I recommend keeping in mind that unnecessary weight and height adds up to the fuel costs, albeit there are many other factors that affect those, too.


Once the body type has been decided, it is time to evaluate what can be called the driving profile: How many kilometres or miles you drive annually on average and where do you drive? Is the most of driving done in city or highway? Do you drive regularly on roads that are not in such a good condition? This information tends to be used to determine the best choice of fuel. In addition to the actual need, it’s also important to keep the potential restrictions in mind. In this case they might be fuel and size restrictions for example in some major cities. Also not choosing a bigger engine than is really needed is often beneficial to the total cost of ownership of the car.


After this consideration has been done, the next one is to think about the budget of both initial purchase as well as operation costs. And this is where careful consideration is needed in estimation between potential funding costs of a more expensive, newer car in comparison to an older and cheaper car potentially requiring more maintenance. And here it’s good to consider how much of the maintenance we can do ourselves; do we have some helpful family friend to assist us, or do we need to outsource all maintenance and repairs to a professional? And how often and how extensive maintenance might be required. Another very important aspect here is to do some research to find out what kind of common faults the vehicles we are considering have, how expensive those faults might be to repair and if they might put us in a risk of being left stranded on the side of the road, increasing the total cost of ownership by having to resort to a tow truck. Third aspect to consider here is the depreciation in value. Cars tend to lose 30-50 % of their initial purchase value within the first 2-3 years of ownership and first 50 000 km or so of driving, which is something we should also consider in the total cost of ownership of a car. This, plus the fact that optional extras, meaning additional equipment on top of so-called baseline equipment, lose value, too. In practice this means it is possible to purchase a 2–3-year-old car with more features cheaper than a brand new, less well-equipped car.


Next, we come to the insurance and taxation expenses. Depending on the national or regional legislation, these might depend even strongly on the engine size or the fuel type and fuel consumption of the car. The difference might be hundreds or even thousands of euros per year, which means this is a very considerable expense. And the fuel consumption can make a huge difference in itself, depending on the fuel price and how much is the average annual mileage.


What we also should consider is how long we are planning to keep the car. This has a huge impact on the required longevity. We might plan to keep it only for a year or for example ten years. This also commonly influences whether we decide to go for a newer car with less mileage or older car with often a cheaper purchase price.


Lastly, unless we are going to drive the same car for as long as it is economically viable to keep It going, we should consider the potential resale value. The longer we are planning to keep the car, the harder it will be to predict any possible trends affecting the resale value at the time but what we can do is going for reputable brands with some features that have a positive impact on the resale value. In many cases reputable brands also tend to build more reliable cars, but this cannot be taken for granted. It is better to resort to your own research on the exact type of vehicle you’re looking for. Of course, another aspect affecting the resale value is how well we’re going to take care of the car. If not even replacing the engine oil, or having it done by a professional garage, I would not worry about the resale value too much because a badly maintained car is hard to sell for anything near the average market value. Additionally, skipping the maintenance saves money only during the time of skipping the maintenance but it adds up to total cost of ownership later, sometimes even exponentially.


As a car enthusiast I could carry on about this topic for a whole week or maybe for a whole book, which I someday might, but since it’s best spared for some other occasion, let’s return to the topic at hand, the total cost of ownership and its elements.


1.3 Elements of TCO


As discussed in the opening chapter of this book, there are multiple ways to categorize TCO. In this book we shall follow the more traditional categorisation, which includes:




	initial purchase


	operation cost


	maintenance cost


	down time cost, which is sometimes included within maintenance costs


	production cost and


	remaining value (Graco Inc., 2024).





This categorisation is selected because much of the literature on the topic seems to follow this or very similar categorisation, and because it helps to keep the categorisation clear. Furthermore, the topics discussed in the opening chapter of this book shall be included within this categorisation, since they are essential elements of total cost of ownership. However, there are also other ways to categorize TCO, including examples related to each category:




	Initial purchase









	Purchase price including cost and supplier margin










	Cost incurred









	Transport and packaging


	
Payment terms


	Customs duties










	Cost of acquisition









	Procurement department operations










	Cost of ownership









	Stock management


	Depreciation costs










	Cost of maintenance









	Spare parts


	Servicing










	Cost of usage









	Use value


	Operation


	Services










	Cost of poor quality









	Deadline compliance


	Non-compliance process










	Cost of disposal









	Recycling


	Resale


	Deconstruction (Manutan, 2024).








And this is an equally correct way to categorize TCO. In my own experience it’s best to select a categorization that helps at paying attention to all relevant cost elements, given that all the related cost items are considered. This is crucial, because then we can avoid ending up having to wonder about hidden costs when analysing the development in financial performance. Another vital aspect of the whole TCO evaluation is to conduct a full analysis instead of doing it incrementally when each phase is occurring. If no cost data is available for one or more of these phases beforehand, it’s still better to estimate rather than skip. This should be done to understand the full total cost of ownership proactively, because only then it can be used as a decision-making basis during the planning. That said, calculating TCO reactively can provide vital cost data and understanding of the overall cost structure of setting up and running a production line and disposing of it at the end of its use life. So, without further ado, let’s start with what is usually the most recognized category, initial purchase.


1.3.1 Initial purchase


In the context of a purchase, the initial purchase is the very price tag in the quotation requested for procuring the goods or services (Graco Inc., 2024). Depending on the complexity of the purchase in question, it might consist of several different cost elements. For example, in the case of industrial equipment the quotation might consist of cost elements such as project management or overheads, engineering or design, manufacturing of the equipment, delivery, installation and commissioning. Whether these cost elements, and for example, an initial on-site support, are included in the quotation, depends on what kind of scope of delivery has been agreed with the potential supplier.


But this is not where total cost of ownership starts. As discussed in the chapter 1 of this book, the TCO starts from identifying the purchase need (Ellram, 1993). In essence, this means finding out what is needed to be purchased to achieve the targeted result for example in a single process phase. Depending on the complexity of the topic at hand, this phase contains very different amounts of process steps. One of the simplest cases is, for example, a replacement investment in which the actual purchase is carried out to maintain the production output capacity that is lost through output decay and scrapping (Fedelstein & Rotschild, 1974). If other conditions or requirements haven’t changed, pretty much all that is needed is a new equipment very similar to the currently existing one. That said, even in this case in many countries and regions it is mandatory to have a tendering process between potential suppliers for supplying the needed equipment. In practice, this means the potential suppliers are requested to send competing quotations for the needed equipment.


On the other hand, if the required item of goods or services is very complex, the phase of defining the purchase need can be quite extensive. For example, a whole set of similar type of process tooling with many differences between them often requires a lot of collaboration between the technical and the procurement personnel, as well as with potential suppliers. The latter might be the case especially if the equipment or the whole technology behind it is very new to the company procuring it. And even though all this might sound like the amount of work done here is similar between different options of equipment, out of which we end up selecting only one, I strongly recommend considering this phase in the total cost of ownership, because the choices made in this, and other pre-transaction phases will affect the total cost of ownership of the equipment in question significantly. If the type of the equipment is very new to the company procuring it, based on my own experience I recommend at this point to start contacting the potential suppliers very latest as soon as the potentially relevant supplier candidates have been mapped out to be able to benefit from their expertise in the equipment selection, helping to optimise the total cost of ownership of the needed equipment.


If extensive clarifications are required in this phase, often the technical specifications for the required equipment or services are created at least partially in parallel with this work to fully determine the purchase need.


Creating thorough technical specifications increase the chances of success at any technical purchase. And not only during the purchase phase but also throughout the whole lifecycle of the entity that the purchase is related to, such as a whole production line (Cooper, 2020). The purpose of a technical specification can vary even greatly depending on what it is intended for. It can be an accurate technical description of what is needed from a supplier containing for example a verbal description of the item needed, a description and layout of the production process where the item will be installed and utilized and accurate technical details of the item needed including for example measurements and tolerances, a 3D model and a simulation model (author’s experience). Besides the technical part, the technical specifications must include also what work is involved concerning the item to be purchased, impact and the timeline of the project in which it’s purchased (Cooper, 2020).


Successful creation of accurate and clear technical specification is indeed vital to the success of a project and to its TCO due to several different benefits. One of the most immediate effects is that the more accurate, realistic and correct the specification documentation is, the easier it is for a supplier to give an initial pricing and delivery time that will hold all through the planning, execution, installation and commissioning phases. And not only does this happen by maximising the suppliers’ chances of estimating the pricing and timing correctly but also since the more accurate, correct and realistic the specific documentation is, the less there is risk for rework need by suppliers during design and manufacturing process. Additionally, the correctness and accuracy of the specification documentation will lead to reduced monitoring and follow-up needs during design and manufacturing process, which frees up time for the personnel in the company ordering the purchase item to focus on other work. Directly this saves working hours in the total workload towards the personnel engaged in ordering and following up the planning and execution of the purchase item and indirectly it reduces stress and risk of making mistakes from having so many different topics to work on, which reduces the error risk in other work. All this has a great chance of leading to further cost savings both directly through saved working hours and improved quality of work and further indirectly by improving customer satisfaction through improved quality and timeline of the delivery towards the customer of the company that initially ordered this purchase item (author’s experience).


Alongside with this, perhaps more apparent part of this phase, financial background of possible suppliers is investigated, especially in the case of purchases worth several hundreds of thousands of euros or even more. This is to reduce the risk of the event in which the supplier company might go bankrupt in the middle of the delivery of the service or goods (Moody’s, 2024). Besides this investigation, many major companies, including many automotive OEM’s, original equipment manufacturers, are nowadays also requiring their suppliers to perform a full TCO analysis (Fishman, 2024). And even though this requirement is meant primarily to reduce the financial risk of the company ordering the goods or services in the first place, it also greatly helps the suppliers to understand the cost elements related to the goods and/or services being requested for quotation, which in turn reduces the financial risk of the supplier company (author’s experience).


Once the quotations have been received and verified with supplier candidates that the scope of delivery, requested delivery time and other details have been understood correctly by the seller and buyer, and the supplier or suppliers have been selected, the rest of the work until the final phases of this delivery will be much easier than it would have been without proper initial specification documentation.


Besides the creation of the specification documentation and other work packages related to a technical purchase, it is also necessary to understand the cost elements of the initial purchase in terms of TCO. These elements vary greatly depending on what is being purchased, but for example the typical list for purchasing some production line equipment includes the following in a thorough cost breakdown template, known as a CBD in the professional language:




	engineering, which can be informed as one price or, depending usually on the magnitude of delivery scope, shared for example between









	tooling design


	simulation


	layout work


	ergonomics design










	manufacturing, which can be shared for example between









	hardware; mechanical and electrical/automation


	manufacturing work












	even this can be shared in phases, such as cutting, machining etc.










	delivery including mention of INCOTERMS, to which we shall return later in this book


	installation and commissioning


	spare parts


	other work if included in the initially requested scope


	optional additional components, goods or services.





As mentioned before this list, this is only an example which highly depends on what is being ordered. And despite this phase of initial purchase in the means of TCO can last even a year or even longer, this is far from the only aspect of the TCO of a technical purchase. Once the equipment has been delivered, installed, commissioned and tested, we come to the next aspect, Operation costs.


1.3.2 Operation


We could easily assume that once the equipment has been installed, commissioned and tested, it is ready to be put in use to run the production directly. And in the case of a direct replacement investment with a piece of equipment very similar to its predecessor, this might very well be the case. However, the more things are changing in the whole production line around this one piece of equipment, the further from reality this assumption gets. But before we proceed onto this topic, I want to explain why I have chosen to differ from the cost elements allocated in this part compared to the categorisation introduced in the opening section of this chapter 1.3. I’ve chosen to do this way because based on my experience installation and commissioning are often included in the initial purchase, the entire quotation of the equipment in question. But let’s get back to the topic of operation.


Operation after installation, especially when the whole production process is either completely new or a heavily modified version of an old one, has two aspects to it:




	production process ramp-up and


	line personnel qualification.





These both play their part on the “stage of TCO” because there are several variables related to both aspects. Production process ramp-up contains a huge quantity of cost elements that can vary even greatly depending on multiple things. But to avoid repetition, let’s focus on those cost elements that are at least partially unique to the ramp-up phase and stabilize once running what could be called regular production after ramp-up. Being a very complex topic, the testing, quality development and capacity ramp-up during this phase requires very careful planning on many aspects. Firstly, to successfully develop the process quality and test, validate and develop the process capacity, a lot of test parts are needed. And if the product, that will be produced on the production line in question, is still very new or especially if the product is still in the development phase, many of these test parts are still prototype parts. These prototype parts can cost even up to one hundred times the cost of their serial production equivalents or even more (Scholz, year unknown). In practice, this means the design maturity level of these parts must be considered carefully when trying to minimize the total cost of ownership within the key restrictions such as project schedule and required levels of quality and capacity of the production process at each phase of the ramp-up before the start of the production.


This brings us to the key goals of the ramp-up phase, product and process quality and process capacity targets during and after the ramp-up phase. These also have a multitude of TCO effects both directly in the amount of effort (=labour) required to reach these targets and the test parts consumed in the process and indirectly for example through changing or unclear quality specifications. Especially the latter is why also in the TCO point of view it is of utmost importance that the quality and capacity requirements have been set very clearly and specifically both for the time of the regular production and phases before it and that all these requirements have been aligned and agreed with the customer well before this phase starts. And not only with the customer; from TCO and organisational point of view it is equally important that all the internal stakeholders related to this ramp-up phase have understood these requirements in a similar fashion, too. If this is the case, it creates a stable and constructive foundation to pushing towards these goals as a team without unnecessary conflicts that might arise from multiple different understandings of these requirements, costing the whole project team both time and money.


Besides the process ramp-up, also the qualification of the production personnel, who will eventually take over the responsibility of running the line, must be taken care of to avoid unnecessary production stoppages and delays from human mistakes possibly caused by lack of qualification concerning the production process in question. Assuming that most of the production line personnel is already working in the company and has worked at the previous production lines, the key factor affecting the required scope of this qualification period is the amount of new technology to be operated compared to previous production lines. And this new technology does not only cover new technological advancements in the industry in general but also new ways to operate existing technology and, especially in the case of automated solutions, if the technology has been provided by the suppliers previously unknown to the production personnel. For example, different manufacturers may use PLC or robot software that is different from each other, which sets additional qualification requirements to the production personnel.


In addition to these topics, which may mostly be handled by the in-house personnel, in many cases external support might be needed for the ramp-up phase. And even though this is a temporary increase in expenses in personnel, this might even have an optimizing effect on the TCO of the whole production process due to the specialized knowledge by the external support personnel to tackle potential issues in the production ramp-up phase and any issues that otherwise could end up being the underlying root cause behind very costly production delays and stoppages (author’s experience).


Last, but not least, but the contrary, we come to the operation costs beyond the ramp-up phase. And even though many of these expenses are also valid in the ramp-up phase, it usually only lasts a very short time compared to the product lifecycle in production, which means these expenses are much bigger in scale in the everyday running of the production process. These expenses include:




	wages of personnel to run the production process


	energy and water consumption of the production process and


	facilities in which the production process is being runt, either owned or rented by the company









	also repairs of the facilities.








From total cost of ownership point of view, and in the means of expenses for the company, the wage costs of the personnel running the production process don’t only include their salaries, but depending on the national or regional legislation, things like employer share of pension payments, compulsory insurance charges, work health arrangements, fringe subsidies and, for example, overtime. And depending on the working time laws, overtime alone can be even such a major cost element that it is well worthwhile to compare the TCO between having the bare minimum of personnel employed directly at the production line and having in addition springers, process operators and so on. What makes overtime a very expensive option is all the overtime extras for the worker’s secured through collective agreements between unions. For example, here in Finland, in the technological industry, the worker gets 50 % additional salary for the first two hours of overtime daily and 100 % additional salary after the first two hours. In addition, when the weekly overtime exceeds eight hours over the regular working time, every single overtime hour yields 100 % wage on top of the regular salary even if on that exact day these hours would fall on the regular working hours. In addition to that, there is another 100 % additional wage for working on Sunday or a bank holiday, such as Ascension Day. And lastly, there’s fourth 100 % extra wage if the weekly resting period of consecutive 35 hours is not fulfilled. This extra is paid for all the working hours that are worked during this resting period (Technology Industry Employers of Finland, 2024). All these additional overtime charges are well deserved, because the workers are sacrificing their time for resting, hobbies and time with family for the benefit of their employers but in practice the overtime, especially in bigger regular volumes, is so expensive, that it becomes very important to determine the amount of production personnel correctly already in the planning phase.


Indirectly operating expenses of the equipment include also accounting and legal fees, bank charges and office supplies (Kenton, 2024), but most of these are usually calculated either entirely or mostly into fixed costs because they’re mostly required “anyway” to run the entire organisation besides the direct production process, so these are not included in the TCO comparison of the single pieces of equipment.


Next, we come to the process utilities, which include electricity, process heating, process cooling, waste treatment and air-pollution management (Chen et. al., 2014). These are highly dependent on the types and volumes of machinery used in the production process and on the related technological solutions, for example whether using a centralized or localized process cooling system.


Lastly, a big TCO element of the production process is the facilities in which the production is being run. Even in this context, when designing a new production line, there might be multiple scenarios to consider and multiple considerations to make; does the production line fit entirely in a possibly vacant area within currently existing facilities or in the place of a currently existing production line? If planned in the place of a currently existing production line, do the timing of the end of production for the current product and start of production for the new one allow the current production process being replace with a new one? How different is the new production process from the existing one, meaning how extensive modifications it might require in utility connections or if the total input quantity of one or more process utilities into the whole facility needs to be altered.


Another scenario might be installing and commissioning the production process for example in a facility owned by the company; a facility that has recently or longer ago been in a different use but since then the company has not been able to utilize this facility. In such a case, especially it’s been long since the facility has been utilized for any similar kind of use as it’s now being planned for, it is vital to ensure all the condition requirements in this facility are met to make sure it will be suitable for the intended use.


Performing all these clarifications already in the planning phase might sound time consuming and expensive, and might often require external, highly specialized expertise to give reliable answers to all these questions. But this can still be very cheap in relation to a potential alternative: Project delays, panic solutions, unnecessary work health and safety risks, damages to the reputation of the company because of failing to do this necessary phase when it should have been done. Which is why they’re also a crucial part of TCO when planning a production line. And speaking of TCO, next we come to the next, unfortunately often overlooked parts of the Total Cost of Ownership: Maintenance and Downtime.


1.3.3 Maintenance


The reason why I consider this part of TCO often being overlooked is because I have seen or heard it multiple times: cost saving targets set by the top management and/or owners of the company leading to for example layoffs or freezing of recruitment processes within maintenance function of the company. After all, the regular responsibilities of maintenance workers include tasks like:




	inspecting buildings, systems and/or equipment regularly to identify any potential issues and troubleshooting these issues


	repairing faulty equipment or components or scheduling repairs if a specialist is required


	performing routine and preventive maintenance and


	maintaining a record of maintenance and repair tasks (ServiceChannel, 2024).





In addition to these tasks, e.g. regular inspections, lubrication and adjustments of the equipment are taken care of by the maintenance department (Graco Inc., 2024).


And now we get to why maintenance is an important part in the aim to reduce the total cost of ownership of a production process: If we don’t maintain the equipment as it should be done, the savings targeted with the cost cutting in maintenance department can lead to additional costs far exceeding these savings. “How is this possible?”, we might ask. The “trouble” with skipping on the maintenance is that it increases the likelihood of much more expensive production stoppages and equipment failures. Let’s illustrate this with a practical example including calculations.


Example 2:


Due to reduced production volume needs the company decides to lay off three maintenance workers out of the total quantity of 8 for seven months to reduce salary costs, taking a big risk with the current production process, knowing that a lot of scheduled maintenance had already previously fallen behind due to the lack of maintenance personnel to perform it on time.


The resulting reduction in salary costs is 3 persons x salary costs of 5 000 €/month (including pension and insurance costs etc.) x 7 months = 105 000 €. However, the risk is realized during this time multiple times, resulting in a multitude of line stoppages, 6 of which can be traced down back to the lack of maintenance. These 6 stoppages last 6 hours each on average, resulting in wasted production time of 36 hours in total. Not wanting to fail to meet the monthly production volume targets and taking the risk of resulting worsening of the reputation of the company, the management decides to create a catch-up plan that consists of 4 Saturdays of overtime, 9 h each. Since the production stoppages affected the whole production, all employees on the production line, 40 workers, are needed to work on these 4 Saturdays of overtime. Using the previously described overtime renumeration system used in Technological Industry in Finland and assumed monthly salary cost of 4 500 €/worker (= hourly average of 28,13 € when calculating with 160 h per month) on average, we can calculate that the execution of this catch-up plan ends up costing much more in total, all things considered.




	Wage costs per worker per Saturday = 28,13 €/h (average hourly salary cost) x 8 h x 1,5 (salary multiplier for the first 8 h of weekly overtime) + 28,13 €/h x 1 h x (salary multiplier for the weekly overtime hours beyond first 8 hours) = 393,82 €









	The work is done in such hours that it will not affect the weekly resting period, so no fees are paid for this










	This means that running the production on all four Saturdays of the month, 9 h each, means all this costs: 4 Saturdays x 40 people x 393,82 € per employee per Saturday in labour costs = 63 011,20 €.





Additionally, out of the three maintenance workers that were laid-off, two found a new employer and resigned shortly after, resulting in another 7 500 € of recruitment costs.


And just when the management could let a sigh of relief, having successfully implemented the catch-up plan, a highly complex piece of process equipment broke down. This breakdown could also be traced back to the lack of maintenance. Turned out the maintenance of this machine had been skipped for so long that nobody in the company had the competence to carry out the repairs. For this purpose, three specialists from the company that supplied the machine had to be booked for the repairs. Including one trip to first inspect the machine and order the required parts and the second one to repair and adjust the machine and train the company’s personnel to operate and service the machine correctly the whole thing cost another 55 000 €. All this means the planned savings of 105 000 € in labour costs turned into 20 511,20 € of additional, unplanned expenses, which comes from the total expenditure of 125 511,20 €- the 105 000 € saved in labour costs by laying off the maintenance work.


Another way to reduce maintenance costs more sustainably is by:




	ensuring availability of clear maintenance instructions and service schedules of the process equipment in all official communication languages in the company


	designing the process equipment with ease of maintenance in mind, meaning for example that all the servicing can be without very specialized tools or knowledge and that components are installed in such an order and location that replacing one component won’t require a complete dismantling of the whole machinery.





The events and the related cost elements in the calculation example above are fictional but this could very well happen in real life. The figures in the calculation are only for example but still realistic. But it could have ended much worse financially, resulting in downtime that cannot be made up for with a catch-up plan. Which brings us to the next topic.


1.3.4 Downtime


Many of the categorisations of TCO include downtime as a part of maintenance. However, maintenance downtime and shutdowns are a small cost compared to unplanned downtime that may result for example from lack of maintenance, which is why also the main categorisation used in this book turns this into its own part of TCO calculation (Graco Inc., 2024). Firstly, unplanned downtime in an industrial process is often caused either by an error in human action or error or malfunction in machine operation or a disruption in the supply chain. And even though the primary reason leading to this issue might be even obvious, it still takes a root cause analysis to understand the root cause that led into the issue that caused the downtime. This way, it is possible to implement preventive long-term measures proactively to prevent similar issue or malfunction occurring in the same or different location within the same company (SixSigma.us, 2024).


And this root cause analysis takes working time of process personnel such as process engineers, supervisors and quality engineers. Secondly, the work of process operators is delayed, which means the work likely needs to be completed on overtime, costing more money than if it had been done in the regular working time as shown in the calculation example in the previous section. Thirdly, some production stoppages cannot be solved with the in-house knowledge available in the company but require specialist support instead, either from the company that initially supplied the faulty machinery or from an external company. This quickly available, on-call support can be highly expensive and maintaining a service contract of such a service usually isn’t free of charge, either. Fourthly, all the lost production costs money to the company, both directly and indirectly. The most apparent direct cost is the amount of revenue the company would have made per product minus those variable costs that were “saved” because of not being able to run the production due to an unplanned stoppage. In practice, these “savings” in variable costs are insignificant, because for example to be able to save from labour costs the company would need to plan the production downtime beforehand to be able to adjust the amount of workforce it calls in accordingly. Thus, we can calculate this third costs element directly as the amount of production lost times average € per product. Of course, this financial loss can be mitigated with a catch-up plan and executing such a plan successfully, but as demonstrated in the previous calculation example, this is not always so straightforward. But even so, it can still very well be cheaper to try to catch up than not to try. And this is mostly due to potentially the biggest financial loss due to production stoppages: If production stoppages become such a huge issue that they start hindering the punctuality and quality of product delivery by the company, they pose a huge risk to the reputation of the company, hindering sales of both existing and especially new, upcoming products. Which means that, in the worst case, a multitude of long-lasting production stoppages can even put a company out of business (Yadav, 2023).


1.3.5 Production


Next, we come to the production costs. In some of the TCO categorisations these are included in the same category with operation costs. But these are more focused in the cost elements of running the machinery in the production. For example, different machinery for the same purpose might have different output in quantity and quality and different effects on the environment (Graco Inc., 2024). This comparison is valid in many kinds of purchase decisions:




	comparison between different purchase options for the same need


	comparison between different technological solutions for the same dilemma


	whether to invest to a new technological solution or maintaining the currently existing one.





In any of these comparisons it is very relevant to consider different quality and quantity output of different technological solutions, because these affect the total cost of ownership of the production process. The quality and quantity output benefits one way or the other also affect the return on investment calculations related to this investment. Besides these cost elements, also wear parts and direct process materials fall into this category, such as weld electrode tips in spot welding or welding wire in MIG brazing process. Another way to optimize total cost of ownership is to utilize a multi-purpose machinery when possible. This can be done for example in the case of an industrial robot that might be utilized for several different purposes, but careful attention must be paid to what different operations can be combined under one single robot (author’s experience).


1.3.6 Remaining value


The last category of total cost of ownership is the remaining value, which, when calculating the total cost of ownership, is deducted from the other cost elements. Remaining value refers to the estimated value of an asset at the end of its useful life (Tuovila, 2024). Basically, this remaining value can be positive, 0 € or negative. Positive value as an estimate means the company is expecting it will be able to sell the asset onwards upon the end of its useful life in the production process. 0 € as the remaining value means the asset will be given away or utilised as reuse equipment and negative value practically means the asset will be disposed of, which causes further expenses for the company to pay. The difference between a positive and a negative value can be even dozens of thousands of euros, which is why it is important to plan and consider several different options what to do with the asset at the end of its useful life already well ahead of this point of time approaching.


Selling the equipment might not necessarily mean the asset is sold to another company or private individual who can use the equipment further. It can also mean the equipment is sold to a scrapping company as scraps. Sometimes this is the only option to try to make at least a bit of money with the equipment that is not useful to the company, but this should not be the default option because for example scrap metal is usually worth only one or two hundred euros per ton or even less, depending on the type of metal the equipment is made of and the market price for scrap metal (author’s experience).


Now that we have covered the basic categories of Total Cost of Ownership, we’re getting well equipped to gain an understanding of how to implement and apply TCO in a working organization, starting with the general topics and, later in the book, advancing further at this through different utilization aspects and business functions in which to apply TCO. Let’s set sail towards the next island on this fascinating cruise on the waves of this interesting concept.
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