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Introduction


A T Level in Onsite Construction will provide you with broad and deep foundations for a career in the Onsite Construction industries, including in areas such as bricklaying, carpentry and joinery, plastering and painting and decorating. The Level 3 technical qualification, which was developed by City & Guilds in collaboration with employers and industry bodies, will enable you to progress to a range of careers and further education opportunities. You can find out more about the qualification on the City & Guilds website.

This book will help you to develop the knowledge and understanding you need to complete the core component of your T Level. Each of the chapters in the book follows the topics required for the core component’s knowledge outcomes, which you can find in the qualification handbook on the City & Guilds website. Headings in the book follow those in the qualification handbook, so that you can check your learning against the City & Guilds material. Although the book focuses on the core component only, the content that you cover and the skills that you learn will also be useful in your chosen occupational specialism.

The book will introduce you to the Onsite Construction workplace, and the fundamental principles that underpin it, across a range of engaging and real-world examples. The book covers the key content in detail and includes hundreds of photos and technical drawings, as well as industry tips to support you in your T Level work placement. There are also lots of activities and learning features; you can find out more about these and how to use them on the next page.

Your teacher or lecturer might decide to use the book in your classroom, either as a central learning tool or to supplement their teaching. The book will also prepare you for your final exams and the employer set project. (You can find out more about how you will be assessed on page 284 of this book.) If you have any questions about how you should be using the book, you should consult your teacher or lecturer.






Guide to the book


The following features can be found in this book.


Learning outcomes

Core knowledge outcomes that you must understand and learn




Key term

Important terms that you should understand




Industry tip

Useful tips and advice to help you in the workplace




Research

Research-based activities: either stretch and challenge activities enabling you to go beyond the course, or industry placement based activities encouraging you to discover more about your placement




Case study

Placing knowledge into a fictionalised, real-life context, to introduce dilemmas and problem solving




Test yourself

A knowledge-consolidation feature containing questions and tasks to aid understanding and guide you to think about a topic in detail




Health and safety

Important points to ensure safety in the workplace




Improve your maths

Short activities that encourage you to apply and develop your functional maths skills in context




Improve your English

Short activities that encourage you to apply and develop your functional English skills in context




Assessment practice

Knowledge-based practice questions to help prepare you for the exam (answers found at the back of the book)




Project practice

Short scenarios and focused activities, reflecting one or more of the tasks that you will need to undertake during completion of the employer-set project










Chapter 1 Health and safety in construction
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Introduction

This chapter looks at health and safety legislation and approved standards, and how they protect workers and others who may be affected by work activities.

We will also consider the legal responsibilities of people working in construction and the implications of not following health and safety law.




Learning outcomes

By the end of this chapter, you will understand:


	1    construction legislation and regulations


	2    public liability and employer’s liability


	3    approved construction codes of practice


	4    implications of poor health and safety performance


	5    development of safe systems of work


	6    safety conscious procedures


	7    safety inspection of a work environment


	8    recording and reporting of safety incidents and near misses


	9    emergency procedures for unsafe situations


	10  types of PPE


	11  first-aid facilities


	12  Warning signs for the main groups of hazardous substance


	13  safe practices and procedures for the use of access equipment and manual handling


	14  safe practices and procedures for working in excavations and confined spaces







1 Construction legislation and regulations



1.1 The role of legislation and regulations in the construction industry

Working in the construction industry can be extremely hazardous. In 1974, the Health and Safety at Work etc. Act (HASAWA) was introduced. It replaced many older laws and enabled new regulations to be passed in Parliament to protect workers and the general public from work activities.

The main objectives of HASAWA are to:


	►  secure the health, safety and welfare of people at work


	►  protect people other than those at work (for example, the general public or visitors) from risks to health or safety arising out of or in connection with work activities


	►  control the possession and use of highly flammable, explosive and dangerous substances.




Everyone has a moral responsibility to protect the health and safety of themselves and others at work. However, under HASAWA some parties – known as duty holders – have legal responsibilities. Employers, employees, the self-employed, manufacturers and people in control of premises are all duty holders.


Key term

Duty holders: people with a legal responsibility under health and safety law



Shortly after HASAWA was introduced, the UK government established the Health and Safety Executive (HSE). The HSE is an independent regulator that aims to prevent workplace ill health, injury and death by targeting industries with the greatest risks and worst risk-management records, which include construction and manufacturing.

The HSE provides advice and guidance to employers so that they can identify hazards and manage risks correctly. Its emphasis is on the prevention of accidents and ill health by raising awareness in workplaces, so that workers and other people can stay safe and well.


Research

Visit the HSE website (www.hse.gov.uk) to find out the responsibilities of duty holders under HASAWA.



The HSE has legal powers to hold people or companies to account when risks are not managed and legislation is breached. We will look at how the HSE enforces HASAWA later in this chapter.

Legislation made under HASAWA is divided into a number of different regulations. Table 1.1 outlines the main regulations that control health, safety and welfare in the construction industry.

The Health and Safety Executive (HSE) is a reliable source of information regarding current legislation and regulations, and may therefore be used to validate other sources of health and safety information, such as:


	►  the Construction Industry Training Board (CITB)


	►  the Royal Society for the Prevention of Accidents (ROSPA)


	►  the Institution of Occupational Safety for Health (IOSH)


	►  the British Safety Council.




It is important that people with legal responsibilities to protect the health, safety and welfare of others know how and where to obtain relevant legislation and regulations. They must also understand the importance of ensuring that the information is accurate and current to fulfil their duties under the law. When obsolete legislation or inaccurate information is followed it can compromise the safety of people at work and could result in enforcement action against those concerned by the HSE. Further information on the implications of not adhering to legislation is covered later in this chapter.

▼  Table 1.1 Main regulations that control health, safety and welfare in the construction industry








	
Regulation


	
Overview







	
Reporting of Injuries, Diseases and Dangerous Occurrences Regulations (RIDDOR) 2013


	
These regulations place legal duties on employers, the self-employed and people in control of premises to report to the HSE serious accidents, dangerous occurrences and occupational diseases resulting from workplace activities.  





	
Control of Substances Hazardous to Health (COSHH) Regulations 2002


	
These regulations state that employers must control substances hazardous to health by preventing or reducing workers’ exposure. This can be achieved by:


	•  finding out what the health hazards are


	•  deciding how to prevent harm to health by assessing the risks (risk assessment)


	•  providing control measures, such as secure storage for chemicals


	•  making sure that control measures are followed


	•  maintaining control measures


	•  providing training, information and instruction for employees and others


	•  monitoring and providing health surveillance when necessary


	•  planning for emergencies.




Note: asbestos is not covered by COSHH Regulations.





	
Control of Asbestos Regulations 2012


	
There are several different types of asbestos that have been used in the construction industry, some of which are more hazardous than others. In most cases, asbestos can only be removed by a licensed contractor. However, small quantities of lower-risk asbestos can be removed by non-licensed contractors, providing they are competent and have effective controls in place.

The law states that before doing any building work or maintenance on premises or on plant and equipment that contain asbestos, a risk assessment has to be carried out to manage and control the risks.

It is mandatory for anyone who is likely to be exposed to asbestos fibres at work to receive training.





	
Provision and Use of Work Equipment Regulations (PUWER) 1998


	
These regulations place duties on people and organisations that operate or have control over work equipment. They state that:


	•  equipment must be suitable for its intended use


	•  equipment must be safe, maintained and regularly inspected


	•  people who use the equipment must have received training, information and instruction


	•  equipment must be used accompanied by suitable health and safety measures, for example guarding or emergency stop devices.








	
Manual Handling Operations Regulations (MHOR) 1992


	
These regulations define manual handling as ‘any transporting or supporting of a load ... by hand or bodily force’. They set out a hierarchy of control measures for dealing with the risks posed by manual handling:


	1  Avoid hazardous manual handling operations so far as is reasonably practicable.


	2  Assess any hazardous manual handling operations that cannot be avoided.


	3  Reduce the risk of injury so far as is reasonably practicable.








	
Personal Protective Equipment (PPE) at Work Regulations 1992

(Note: the current legislation which refers to the supply of PPE is the Personal Protective Equipment Regulations 2016/425, which is enforced by the Personal Protective Equipment (Enforcement) Regulations 2018)


	
These regulations relate to the use of personal protective equipment (PPE).

Employers have a responsibility to provide PPE free of charge to employees to control the hazards identified in risk assessments. They should also provide information, instruction and training on how to use it and take care of it.





	
Work at Height Regulations 2005


	
Under these regulations, people who are in control of others working at height have a duty to make sure work is properly planned, supervised and carried out by competent people. All work at height must be risk assessed. 





	
Control of Noise at Work Regulations 2005


	
Exposure to high levels of noise can cause temporary or permanent hearing loss. Employers have a duty to reduce the risk by:


	•  assessing the risks


	•  eliminating or controlling the noise


	•  providing hearing protection


	•  providing hearing checks for those at risk


	•  providing employees with information and training


	•  maintaining any noise-control equipment and ensuring it is being used.








	
Control of Vibration at Work Regulations 2005


	
These regulations place a duty on employers to reduce the risk to employees’ health from exposure to vibration caused by work equipment, machinery and tools, for example when using a core drill.

Employers must calculate the amount of vibration that employees may be exposed to at work. At a specific level (referred to as the ‘exposure action value’), employers must introduce technical and organisational measures to reduce the risk of personal injury to an acceptable level. The law also prevents workers from being exposed to a higher exposure limit value of 5.0 m/s² A(8).





	
Confined Spaces Regulations 1997


	
The aim of these regulations is to prevent people working in confined spaces whenever possible, because of the serious risk to health and safety from collapse, drowning, low oxygen levels and exposure to natural gases. If the activity is unavoidable, a safe system of work must be followed to control the risk.





	
Management of Health and Safety at Work Regulations 1999


	
These regulations apply to every work activity. They explain what employers need to do to manage health and safety at their place of work under HASAWA.

The main requirement is for employers to complete a risk assessment and record significant findings when they have five or more employees.





	
Environmental legislation


	
There are numerous environmental laws in the UK that protect wildlife, the countryside, listed buildings, national parks and monuments, for example the Control of Pollution Act 1974, the Wildlife and Countryside Act 1981 and the Planning (Listed Buildings and Conservation Areas) Act 1990. The environment is protected further by the Planning and Energy Act 2008, Energy Act 2020 and Climate Change Act 2008.

The Climate Change Act 2008 is an environmental law designed to meet the UK government’s target to reduce carbon emissions recorded in 1990 by at least 80 per cent by 2050.





	
Waste management legislation


	
There are several requirements for handling waste, including the Waste Electrical and Electronic Equipment (WEEE) Regulations 2013, as well as regulations on waste carriers.

For more information, see Chapter 5, section 8.





	
Construction (Design and Management) Regulations 2015


	
The CDM regulations aim to manage health, safety and welfare on all construction projects by defining roles for duty holders. Clients (commercial and domestic), designers, contractors and workers all have legal responsibilities under the Construction (Design and Management) regulations; for example commercial clients that have a project carried out as part of a business must make sure welfare facilities are provided on their project. 








Key terms

Risk assessment: a formal process of identifying significant workplace hazards, whom they affect and control measures that could be used to eliminate or reduce risk to an acceptable level

Asbestos: a naturally occurring mineral that used to be mixed with other construction materials to create insulation, pipe lagging and flooring. It has been banned in the UK since 1999 because it is extremely hazardous to health; however workers may still be exposed to it in older buildings

Safe system of work: a formal set of procedures that must be followed when hazards cannot be eliminated completely

Carbon emissions: carbon dioxide released into the atmosphere; scientists believe this is a cause of climate change



Health and safety legislation is regularly reviewed and updated to reflect changes in the construction industry. These changes are often made with guidance and support from the following bodies:


	►  employers


	►  unions


	►  trade associations


	►  professional bodies


	►  academics.





Test yourself

How can you reduce the risk of personal injury caused by manual handling?




Health and safety

The use of PPE should be a last resort after all other methods of controlling a hazard have been considered. For example, the use of guardrails, safety nets and airbags should be considered for use while working at height before a lanyard. This is because PPE only protects the user, whereas the other methods protect others as well.



The main roles and responsibilities of people working in the building services engineering industry are no different from those of people working in the construction industry. Building services engineering and construction are considered high-risk industries; therefore the HSE is the authority responsible for enforcing the relevant legislation.

The following people have general duties under health and safety law:


	►  employers


	►  employees


	►  people in control of premises


	►  manufacturers of products, goods or materials used in the construction industry.




The general duties of employers towards their employees are to:


	►  protect the health, safety and welfare of their employees so far as is reasonably practicable


	►  ensure plant and systems of work are maintained and safe


	►  ensure the safe use, handling, storage and transport of articles and substances


	►  provide information, instruction, training and supervision to their employees


	►  ensure any place of work under their control is safe and without risks to health, including access and egress


	►  ensure the provision and maintenance of adequate welfare facilities.





Key terms

Reasonably practicable: a term used in health and safety law to describe realistic steps that should be taken to comply with the law in terms of time, effort and money

Plant: heavy construction machinery, equipment and vehicles, for example a crane or dumper




Test yourself

Make a list of the general duties employees have under HASAWA.




Research

Which other enforcement authorities have the same powers as the HSE?




Research

What responsibilities do other duty holders have, besides employers and their employees? 



The implications of not following health and safety legislation were made clear in section 1.3 of this chapter: improvement notices, prohibition notices and prosecution.


Research

Find out the short- and long-term effects that vibration can cause on different parts of the human body. Suggest ways to reduce or control the risks to comply with the Control of Vibration at Work Regulations 2005.




1.2 Regulations relating to the provision of welfare facilities during construction work

Under HASAWA, employers have a duty to provide basic welfare facilities for their employees at their place of work. The Construction (Design and Management) (CDM) Regulations 2015 outline the minimum facilities that should be provided on construction sites:


	
►  Drinking water:


	–  An adequate supply of fresh drinking water should be appropriately labelled and accessible in suitable places.


	–  An adequate supply of cups or other drinking vessels must be provided, unless the water is supplied from a fountain for workers to drink easily.









	
►  Toilets:


	–  These should be separate for men and women, with doors that are lockable from the inside.


	–  They should be clean and maintained with adequate ventilation and lighting.









	
►  Washing facilities:


	–  These should be located in the vicinity of the toilets and changing rooms, with clean cold and hot or warm running water if possible.


	–  Soap or another means of cleaning must be provided, along with towels or another suitable method of drying.


	–  Showers may also need to be provided if the nature of the work requires it.









	
►  Rest facilities:


	–  These should be equipped with tables and seating with backs for the number of people expected to use them.


	–  The rest area must be able to maintain an appropriate temperature and have facilities to prepare and eat meals and boil water.









	
►  Changing rooms with lockers:


	–  These must be provided if workers have to wear special clothing for their job, unless they can be reasonably expected to change elsewhere.


	–  Changing rooms should be provided with seating and facilities to dry and store clothing.


	–  Separate rooms must be provided for men and women.









Health and safety

The CDM Regulations state that, if necessary, employers have to provide facilities for pregnant or nursing mothers to rest lying down.



[image: image]
▲  Figure 1.1 Welfare facilities on a construction site





1.3 Implications of not adhering to legislation

Health and safety law is made up of Acts of Parliament and statutory regulations. Failure to comply with them is a criminal offence. HSE inspectors have a number of powers to enforce the law, including carrying out inspections, issuing simple cautions and notices to duty holders, and sometimes initiating prosecutions.

The law states that HSE inspectors can enter a workplace without notice at any reasonable time to conduct an inspection or investigation. During a visit, they may want to speak to workers, look at possible health risks, and inspect equipment and machinery. They can also take samples, such as sound and dust levels, photographs and measurements, and make copies of records or other documentation needed as part of their investigation.

If the inspector thinks that the employer has broken the law, they will issue a ‘notification of contravention’. This document outlines what laws have been broken and how, and what needs to be done to put things right.

An HSE inspector may issue an improvement notice when one or more laws have been breached; this means that faults have to be remedied within a specific period of time, which should be no less than 21 days.

If there has been a serious breach of the law and people are at risk of immediate harm, the HSE will issue a prohibition notice, preventing work from continuing.

Failure to comply with improvement or prohibition notices can result in prosecution, fines and imprisonment.


Research

What are the maximum legal penalties for employers that have not adhered to health and safety legislation?




Case study

Amelia is a self-employed painter and decorator who subcontracts work from medium-sized developers in the local area.

Several months ago, she was visited by an HSE inspector. During the visit, the inspector noticed that a large amount of hazardous paint was not being stored correctly and was a potential source of fuel for a fire; therefore, they issued an improvement notice.

The enforcement action taken by the inspector has been published on the HSE website. What impact do you think this will have on Amelia’s business?



When people suffer loss or injury as a result of an accident at work, they may seek compensation. If health and safety legislation has been breached, the duty holder is usually fined because they have broken criminal law. Magistrates and the Crown Court have a discretionary power to award compensation to an injured person. However, claims are usually pursued by the injured person because of a breach of common law.


Key term

Common law: legislation made in the civil courts rather than statute law that is made in Parliament



Employers should have liability insurance to cover any claims against them for a breach of common law; however, they cannot insure against fines when they have broken criminal law.


Research

Research an employer’s common-law duty of care and compare this to their duties under HASAWA.




1.4 Statutory and non-statutory documents in construction

The UK construction industry is subject to a number of laws which cover many different areas, including health, safety and welfare. Legislation comprises Acts of Parliament and regulations (statutory legislation) which have legal status and must be complied with. However, there are also many non-statutory guidance documents, which are not compulsory but offer advice on good practice and compliance with the law, for example the Approved Codes of Practice (ACOPs) produced by the HSE, which describe preferred methods and standards. Unless stated, you do not need to follow the ACOP guidance, but in doing so you will meet the requirements of HASAWA. The HSE states that other practical methods can be used, but they must meet or exceed the standards in the ACOP.

[image: image]
▲  Figure 1.2 An Approved Code of Practice 





Test yourself

State one example of statutory legislation that is applicable to a construction activity and an ACOP to support it.



Implications of not adhering to legislation

There are many implications of poor health and safety.

For workers:


	►  accidents (such as slips, trips and falls) and near misses


	►  ill health


	►  injuries


	►  fatalities.




For employers:


	►  lower productivity


	►  higher employee turnover


	►  an unmotivated workforce


	►  financial problems, for example due to higher insurance premiums or legal costs


	►  damage to business reputation.




For the general public:


	►  accidents and near misses


	►  ill health


	►  injuries


	►  fatalities


	►  environmental issues.




These implications are covered throughout this chapter. During the design and planning of a building or structure, it is important to consider the health, safety and welfare of workers undertaking the construction phase. However, it is equally important to plan for the protection of people carrying out routine inspections of the building or maintenance work.


2 Public liability and employer’s liability



2.1 Current requirements

We have already seen that the HSE has the power to issue fines to employers and other duty holders if they neglect the law. The fines issued by the HSE are intended to punish employers financially; therefore, they cannot insure against them.

However, employers can protect themselves with insurance against claims made by employees through the common-law courts in the pursuit of compensation. In this section, we will look at the different types of insurance that employers may have.

Public liability insurance

Public liability insurance protects a business against claims for compensation for any loss or injury to members of the public, customers or employees in connection with work activities.

There is no legal requirement for employers to have public liability insurance. However, if they engage with the public, or the public and their property are likely to be affected by the employer’s work activities, then they should have this insurance to protect themselves from any potential claims made against them.

The level of insurance protection is determined by the nature and scale of the work undertaken. Some clients will stipulate the minimum level of insurance cover needed by a contractor, and have it agreed in writing before awarding any contracts or allowing construction work to start.

Employers’ liability insurance

Common law is legislation that places a duty of care on employers to protect their employees from any unnecessary risks, and to ensure a safe system of work. If a person is injured or suffers a loss in the workplace, they may seek financial compensation from the employer if they are liable.


Key term

Liable: legally responsible



Under the Employers’ Liability (Compulsory Insurance) Act 1969, all employers are required by law to insure against liability for injury or disease to their employees arising out of their employment and any financial claims made against them.

The amount of liability insurance an employer needs is usually determined by the number of employees and level of risk involved with their business. However, the minimum amount of cover for most insurance policies starts between 5 and 10 million pounds. If the injured person was successful with their claim against the employer, the compensation would go towards the recovery of their lost earnings, medical treatment, ongoing care and any legal fees. 


Research

Find out the other types of insurance that a contractor or subcontractor may take out to safeguard themselves and their assets.




Improve your maths

The HSE reported that there were 142 work-related fatal injuries in the UK in 2020–21; 39 fatalities occurred in the construction industry. What percentage of fatalities occurred to construction workers?




3 Approved construction codes of practice



3.1 The HSE Legal (L) Series

In 2015, the Construction (Design and Management) (CDM) Regulations came into force. Their aim was to manage health, safety and welfare on all construction projects by defining roles for duty holders. People with responsibilities under the regulations include clients, designers and contractors. If there is more than one designer or contractor working on the same construction project, a principal designer or principal contractor must be appointed (named). Any other designers or contractors must work under the control of the principal designer or contractor.


Key terms

Principal designer: a designer appointed by the client to take the lead in planning, managing, monitoring and co-ordinating health and safety during the pre-construction phase of a project involving more than one designer

Principal contractor: a contractor appointed by the client to take the lead in planning, managing, monitoring and co-ordinating health and safety during the construction phase of a project involving more than one contractor



The CDM Regulations state that where possible the designer (or principal designer) should plan for health and safety by identifying then eliminating or minimising all foreseeable risks at the planning stage of a project. They also state that all construction work, regardless of size, should have a ‘construction phase plan’. This is a key document that identifies all the potential hazards for a project and the measures that will be used to remove or mitigate them.

Contractors and principal contractors have a duty under the CDM Regulations to:


	►  provide site inductions for all workers and visitors to the site


	►  provide suitable welfare facilities


	►  secure the site to prevent unauthorised access and protect non-workers (for example, members of the public).




The HSE has published a range of documents known as the HSE Legal (L) Series (also referred to as the CDM Series). Their primary purpose is to support duty holders in meeting their obligations under the CDM Regulations. They are available online to download for free, or a hard copy can be purchased through the HSE’s website. The L Series contains both Approved Codes of Practice (ACOPs) and guidance on various health, safety and welfare regulations.


Improve your English

Include the word ‘mitigate’ in a short sentence about health and safety hazards that you may face at your training centre.




Test yourself

How could an employer ensure that ACOPs are implemented in a construction project?




4 Implications of poor health and safety on building performance and individual stakeholders


There are many implications of poor health and safety.

For workers:


	►  accidents (such as slips, trips and falls) and near misses


	►  ill health 


	►  injuries


	►  fatalities.




For employers:


	►  lower productivity


	►  higher employee turnover


	►  an unmotivated workforce


	►  financial problems, for example due to higher insurance premiums or legal costs


	►  damage to business reputation.




For the general public:


	►  accidents and near misses


	►  ill health


	►  injuries


	►  fatalities


	►  environmental issues.




These implications are covered throughout this chapter.

During the design and planning of a building or structure, it is important to consider the health, safety and welfare of workers undertaking the construction phase. However, it is equally important to plan for the protection of people carrying out routine inspections of the building or maintenance work.


5 Development of safe systems of work



5.1 Development and use of safe systems of work in construction projects

There are different types of management system that can be used to create safe systems of work. These include:


	►  company management systems


	►  risk assessments


	►  method statements


	►  permits to work


	►  safety notices (covered later in this chapter)


	►  CSCS cards.




The HSE favours the following approach, which can be applied to most construction businesses:


	►  Plan – for specific health and safety objectives


	►  Do – implement the plan


	►  Check – that the plan is working and measure performance, for example the number of accidents and near misses


	►  Act – learn from any mistakes and put them right.




The law states that every employer must have a policy for managing health and safety, and that it must be in written form if they have five or more employees. A health and safety policy sets out the general approach an employer has towards managing health and safety in their business and is divided into three sections:


	►  general statement of intent (the employer’s commitment)


	►  arrangements (what the employer intends to do and how)


	►  responsibilities (areas of responsibility within the employer’s business and defining roles).




The Management of Health and Safety at Work Regulations 1999 contain a schedule known as the ‘General principles of prevention’. This provides a hierarchy of control measures for employers to manage risks to health and safety in the workplace (see Figure 1.3).


Test yourself

What is the least effective method of controlling health and safety risks?




Research

Find out about permits to work as part of a safe system of work. Explain:


	►  when they are used


	►  who issues them


	►  how they are controlled




You should also make a list of as many work activities as you can think of that would benefit from a permit-to-work system and justify your reasons for choosing these tasks. 



[image: image]
▲  Figure 1.3 Hierarchy of control measures for managing health and safety risks (source: www.legislation.gov.uk)





5.2 How to complete risk assessments

The Management of Health and Safety at Work Regulations 1999 place a legal duty on employers to manage the risk of potential harm to people from work activities. A risk assessment that identifies hazards and determines measures to eliminate or control them is fundamental to reducing work-related accidents and ill health.

Risk assessments should not be designed to produce lots of paperwork; neither do they need to be complicated or difficult to understand.

A risk assessment should be a structured examination of workplace activities, appropriate and proportional to the level of risk and the nature of the hazards. It should be site and task specific; therefore, generic risk assessments would not be considered suitable or sufficient.

Completing a risk assessment is a five-step process:


	1  Identify hazards and potential hazards (what could cause injury or illness).


	2  Decide who might be harmed and how.


	3  Assess the risks by looking at the likelihood of the hazard causing harm and the severity of that harm.


	4  Establish control measures to remove or reduce the risk of harm. (Look at what you are already doing to protect people, what future actions need to be taken and who needs to take those actions.)


	5  Record any significant hazards found (when there are five or more employees) and review the assessment after the control measures have been put in place to see if they are working, or if anything further could be done.




As part of a good management system, employers should prioritise the highest-level risks before assessing medium-level risks. Once all of these hazards have been identified and eliminated or controlled in some way to a satisfactory level, lower-risk activities should be risk assessed.

Risk assessments should be completed by a competent person with a satisfactory level of knowledge and experience. For more complex activities, the person completing them may seek advice from other sources, such as the HSE or trade organisations. Employers with five or more employees are required by law to record significant findings from their risk assessments.


Health and safety

Some regulations require risk assessments to be carried out for specific tasks, for example the Work at Height Regulations 2005 and the Control of Substances Hazardous to Health (COSHH) Regulations 2002.



[image: image]
▲  Figure 1.4 A risk assessment template




Reproduced by kind permission of HSE. HSE would like to make it clear it has not reviewed this product and does not endorse the business activity of Hodder Education.


5.3 How to write method statements

Method statements are documents prepared by employers that describe a logical sequence of steps to complete a work activity in a safe manner. They reflect the hazards identified in risk assessments and describe the way in which the job should be undertaken.

These documents are used as part of a safe system of work to communicate vital health and safety information and guidance to people completing the activity; together with risk assessments they are referred to as RAMS (risk assessments and method statements). 

A typical method statement describes:


	►  hazards identified


	►  safe access and egress


	►  supervision needed


	►  hazardous substances and how to control them


	►  permit-to-work systems (if applicable)


	►  personal protective equipment


	►  emergency procedures


	►  environmental controls


	►  health and safety monitoring


	►  workforce details.





Key term

Egress: an exit or way out



Although method statements are an effective way of keeping people safe at work, there is no legal requirement for employers to produce them. However, they are often requested by principal contractors.

[image: image]
▲  Figure 1.5 A method statement





5.4 How to complete a COSHH assessment

Hazardous substances can take many forms, including chemicals, dust and biological agents, and are not just products labelled as hazardous.

People at work are often exposed to hazardous substances and may be at risk of long-term (chronic) health problems such as asthma, cancer and skin disease.


Key term

Chronic: continuing for a long time



Employers and the self-employed have a legal duty under the COSHH Regulations to assess the risk to their employees and others from exposure to products and processes that may contain or create substances harmful to health. If they have five or more employees, these assessments must be written down.

The main legal requirement is to use appropriate control measures to prevent harm from exposure, and this can be achieved by applying the hierarchy of control measures outlined in Figure 1.6.

[image: image]
▲  Figure 1.6 Hierarchy of control measures to prevent exposure




By law, suppliers must provide up-to-date safety data sheets for any hazardous substances. These contain the supplier’s information about a product and should not be confused with COSHH assessments.


Key term

Safety data sheets: written documents produced by manufacturers and suppliers of hazardous substances that contain important information about how products should be transported, used, stored and safely disposed of after use, any special conditions you should be aware of and how to deal with the substance in an emergency



Steps to follow to complete a COSHH assessment:


	1  Identify the hazardous substance, who is likely to be harmed and how.


	2  Evaluate the risk of the hazard causing harm by considering frequency of exposure to the substance and what effects it could have.


	3  Decide what reasonably practicable measures are necessary to prevent or control any exposure to the hazard and how these will be maintained; make a plan for emergencies.


	4  Record the assessment.


	5  Decide if and when the assessment needs to be reviewed, and by whom.





Test yourself

Which substances are covered by the COSHH Regulations? 




[image: image]
▲  Figure 1.7 A COSHH assessment 






5.5 Construction Skills Certification Scheme

The Construction Skills Certification Scheme (CSCS) is one of many industry-recognised card schemes accredited by the Construction Industry Training Board (CITB). CSCS cards prove that the card holder has a satisfactory level of health and safety awareness; they also show relevant qualifications the holder has achieved to confirm they are working in the correct job role on site.

There are various types of CSCS card, designed to suit people working at different levels in the construction industry, from labourers to academically and professionally qualified managers. CSCS cards last a maximum of five years before the holders have to reapply; however once an apprentice or trainee card has expired it cannot be renewed. There is no legal requirement for workers to hold a CSCS card, although most principal contractors and clients require people to have them as a way of managing health and safety on sites under their control.

To qualify for a basic CSCS card, a candidate must first successfully complete the CITB (Site Safety Plus) Health and Safety Awareness course and test. They must then pass the online CITB Health, Safety and Environment test before they are allowed to apply for an appropriate CSCS card.


5.6 Site Management Safety Training Scheme

Principal contractors and clients usually require people with planning, organising, controlling and monitoring responsibilities (for example, site managers) to hold the Site Management Safety Training Scheme (SMSTS) qualification. This qualification ensures that the holder is up to date with health, safety, welfare and environmental legislation, so that they can fulfil their legal responsibilities. Every five years, the holder has to complete the Site Management Safety Training Scheme Refresher (SMSTS-R) to retain the qualification and to make sure they are aware of any changes in legislation, new guidance and industry best practice.


5.7 Site Supervision Safety Training Scheme

The Site Supervision Safety Training Scheme (SSSTS) is a similar qualification to the SMSTS. It is designed for people with supervisory responsibilities or those preparing to start in this role and provides an understanding of topics such as site inductions, risk assessments and method statements. Every five years, the Site Supervision Safety Training Scheme Refresher (SSSTS-R) course has to be completed, to keep up to date with any changes that affect the supervisory role and to retain the qualification status.


Key term

Site induction: an occasion when all new visitors and workers on a construction site are informed about potential hazards and the control measures used to protect people from harm




6 Safety conscious procedures



6.1 Procedures that promote and support safety consciousness

HASAWA states that employers have a duty to provide information, instruction and training to their employees, so that they know how to work safely without risks to health. Employees and the self-employed should be made aware of:


	►  the hazards and risks they may face


	►  control measures that are in place to deal with hazards


	►  what to do in the event of an emergency, for example assemble at the designated muster point (assembly point).




Employers must pay particular attention to certain groups, such as young people, new recruits and people changing roles, because they are less likely to be aware of potential risks and therefore require additional training and support.

Under the Construction (Design and Management) (CDM) Regulations 2015, principal contractors must engage with workers about their health, safety and welfare, and provide a site-specific induction and any other information and training that they need. Before entering a workplace, people should be made aware of potential hazards and the measures they need to take to protect themselves and others. On construction sites, this is usually achieved by following the site rules displayed on notice boards and safety signs. All workers and visitors to site have to sign in, so that the site manager is aware of who is on site at all times, especially in the event of an emergency. Visitors and new workers will have to attend a site induction, where they will be informed about:


	►  hazards


	►  site rules


	►  personal protective equipment (PPE)


	►  welfare facilities


	►  first aid


	►  fire extinguishers 


	►  emergency procedures


	►  key personnel (for example, site manager, assistant manager, supervisors, first aider)


	►  pedestrian routes


	►  parking


	►  working hours


	►  waste and the environment


	►  boundaries


	►  working at height


	►  traffic-management plans


	►  permits to work


	►  security


	►  risk assessments and method statements (RAMS).





Key term

Permits to work: documents issued by site managers to workers undertaking high-risk activities as a method of control; they authorise certain people to carry out specific work tasks within a given timeframe and set out the precautions needed to complete the work safely



[image: image]
▲  Figure 1.8 A hot works permit-to-work activity





Research

Make a list of activities that should be controlled by a permit-to-work system. Choose one activity from your list and create a detailed permit to work using a template from the HSE’s website.



The duration of a site induction will depend on the size and nature of the work and the personnel undertaking the training. Experienced workers or designers (architects and engineers) may only need to attend a brief site induction, whereas someone that is newly qualified will need to attend a full induction. Inductions must be completed for every new site that is visited, regardless of whether the person is working for the same employer or principal contractor.

It is likely that the conditions and hazards on a site will evolve as work progresses, after people have attended a site induction. Workers will need to be updated on any matters of health and safety when necessary. Short presentations known as toolbox talks are often used to provide this information to workers. These are usually delivered to small groups of workers, in an area of the workplace where they should not be disturbed. These talks usually cover a single aspect of health and safety, such as good housekeeping (keeping areas clean and clear).


Key term

Toolbox talks: short training sessions arranged at regular intervals at a place of work to discuss health and safety issues; they give safety reminders and inform personnel about new hazards that may have recently arisen




6.2 Benefits of procedures that promote and support safety consciousness

It is important to remember that employees have duties under HASAWA, as well as employers, and that every effort must be made to comply with the law.

The law states that employees must:


	►  take care of their own health and safety and that of others


	►  report any work situations that present a serious and imminent risk


	►  co-operate with their employer to help them comply with health and safety legislation


	►  follow any instructions or health and safety training provided by their employer 


	►  inform their employer of any shortcomings they identify in their health and safety arrangements.




When an employee fails in these responsibilities or does not follow their employer’s health and safety procedures, they are essentially breaking the law and could be putting themselves and others at risk of injury, illness or death.

Accidents and near misses in the workplace often cost the employer in terms of time, effort and money. There may also be penalties imposed on them by the HSE and civil claims made against them.

A workplace accident could also result in indirect costs for the employer, such as:


	►  project timescales slipping and missed deadlines


	►  time spent training new staff


	►  increased insurance premiums.




Employers with a poor health and safety record usually have difficulty retaining staff, because they do not feel safe in their place of work. It also leads to low morale and a negative health and safety culture, which in turn makes it challenging to recruit new employees.

Poor standards of health and safety can also have a detrimental effect on future contracts and potentially result in losing business.


Test yourself


	1  What powers does the HSE have to enforce HASAWA?


	2  What impact do you think an accident at work could have on an injured employee?







Improve your maths

In 2020, the HSE published a profile of non-fatal workplace injuries by accident kind:


	►  falls from a height 8%


	►  struck by a moving object 11%


	►  slips, trips or falls on the same level 29%


	►  acts of violence 9%


	►  handling, lifting or carrying 19%


	►  other 24%.




Produce a pie chart on a computer to illustrate this data.




7 Safety inspection of a work environment



7.1 Methods used to inspect a workplace to ensure it is safe

Employers have a responsibility to monitor health and safety arrangements in the workplace, to ensure they are effectively controlling risks.

There are two types of monitoring system that are typically used in the construction industry:


	►  Active monitoring is the monitoring of people, procedures, premises and plant in the workplace in order to identify potential hazards before an accident or incident occurs, so that control measures can be taken to prevent harm.


	►  Reactive monitoring is an inspection completed after an incident has taken place, for example a review of accident forms or statistics which might identify an area of concern, such as skin burns from welding equipment or falls from height.





Key terms

Active monitoring: monitoring people, procedures, premises and plant in the workplace in order to identify potential hazards before an accident or incident occurs, so that control measures can be taken to prevent harm

Reactive monitoring: an inspection completed after an incident has taken place to prevent further incidents occurring



Although reactive monitoring is a review of performance standards, it is a useful method of identifying problems to prevent further accidents and incidents occurring and should be used alongside active monitoring.

[image: image]
▲  Figure 1.9 A site manager inspecting work on a construction site 





7.2 Monitoring health and safety in the workplace

As part of a good health and safety management system, employers should plan a programme of statutory, routine, periodic and pre-use inspections of equipment and their workplace. The frequency of the inspections will be determined by a number of factors, for example pre-use inspections of safety equipment may be completed daily by employees, whereas a periodic inspection of lifting equipment could be every six months, as determined by the Lifting Operations and Lifting Equipment Regulations (LOLER) 1998.

[image: image]
▲  Figure 1.10 A construction crane covered by LOLER




Active monitoring should involve structured, well-planned and organised examinations carried out by competent, experienced inspectors. Employers must decide:


	►  what type of inspections need to be completed


	►  who needs to be involved


	►  what analytical equipment may be needed, even if this means consulting specialists.




There are various types of health and safety inspection that can be implemented in the workplace:


	►  Health and safety audits (also known as desktop audits) are used to inspect health and safety documentation used in the workplace.


	►  Safety sampling is used to focus an investigation on a representative sample of a workplace standard; for example a random selection of portable electrical equipment could be selected to check if portable appliance testing (PAT) is up to date. If a big enough sample is selected, then it is likely to reflect any issues that may be identified on a wider scale within the company.


	►  Safety surveys are often used to focus a detailed health and safety investigation on a particular topic or issue, rather than the workplace as a whole.


	►  Safety tours are full inspections of entire workplaces to identify any hazards or shortcomings in employers’ or employees’ health and safety responsibilities.


	►  Incident inspections are carried out after an accident, a near miss or a case of reported ill health to the HSE.




Routine health and safety inspections are often guided by checklists and templates of set items that must be covered. These provide excellent prompts and are easy to complete with little training. They are also cheap, easy to reproduce and provide a consistent approach for every inspection, regardless of who completes it. The disadvantage is that hazards can often be overlooked if they are not listed, and therefore this form of inspection is not always preferred.

A random visual or sensory inspection of a work area by a team of representatives is sometimes a better way of identifying all potential hazards, because inspectors are not restricted by a checklist or template.


7.3 Types and use of recording documentation

Employers and their safety representatives are responsible for recording all inspections in a clear written report, as soon as possible after they have taken place. In some cases, this is a legal duty.

The report should contain:


	►  the date the inspection took place


	►  any potential hazards or defects found


	►  when the next inspection is due.




Inspection reports are then used to inform an action plan to put right any problems identified. An action plan should detail:


	►  any corrective actions needed


	►  people with responsibilities for carrying out the corrective actions


	►  the timescale in which the corrective actions must be completed. 





Research

Research HSE forms F2534 and F2533 – documents that can be used to record the results of inspections and notify an employer of any unsafe or unhealthy working practices and unsatisfactory welfare facilities.



Under the Provision and Use of Work Equipment Regulations (PUWER) 1998, employers have specific duties to ensure that equipment provided for use at work is:

‘… maintained in a safe condition and inspected to ensure it is correctly installed and does not subsequently deteriorate.’

Other legislation, such as the Lifting Operations and Lifting Equipment Regulations (LOLER) 1998, the Pressure Systems Safety Regulations (PSSR) 2000, the Work at Height Regulations 2005 and the Personal Protective Equipment Regulations 2002, also give specific duties to employers to examine work equipment and keep an up-to-date register of all inspections.

It is important that employers maintain these inspection records because they may be referred to in the event of an investigation into an accident or near miss in the workplace. Inspection records, maintenance schedules and service plans could also be requested by HSE inspectors or required by an employer’s insurance company.


8 Recording and reporting of safety incidents and near misses



8.1 Reporting an incident or near miss in the workplace

Workplace accidents and incidents must be reported to employers so that they can be properly dealt with and investigated to help develop potential solutions and reduce the risk of them reoccurring.

Under the Social Security (Claims and Payments) Regulations 1979, employers must record details of any workplace accident in an accident book. It is best to complete the entry as soon as possible after the accident has occurred, so that important information is not left out.


Key term

Accident book: a formal document used to record details of accidents that occur in the workplace, whether to an employee or visitor



As this book contains sensitive information about the accident and personal details about the injured person, it must be stored safely and securely to prevent a breach of confidentiality.

By making reports and keeping records of accidents on site, it is possible to see patterns that may be emerging, possibly due to bad habits or incorrect work practices. These records can assist in planning future work activities to reduce the occurrence of accidents and may be used when legal matters arise related to an accident or emergency. Accident records can be requested and looked at by an employer’s insurance company, if a claim is made against them, or the HSE as part of an investigation into an accident or dangerous occurrence. The law states that employers must keep accident records for at least three years after the date they were completed.

[image: image]
▲  Figure 1.11 An accident book 




Employers have a duty to report the following to the HSE under RIDDOR:


	►  the death of any person caused by a workplace accident


	►  dangerous occurrences (also known as ‘near-miss accidents’)


	►  gas incidents where someone has died, lost consciousness, or been taken to hospital for treatment


	►  non-fatal accidents to non-workers, for example a member of the general public; however, this only needs to be reported if the person received treatment at hospital


	
►  occupational diseases:


	–  asthma


	–  cancer


	–  carpal tunnel syndrome


	–  dermatitis


	–  disease attributed to exposure to a biological agent


	–  hand–arm vibration syndrome


	–  severe cramp of the forearm or hand


	–  tendonitis of the forearm or hand









	
►  specified injuries caused by workplace accidents:


	–  amputations


	–  injuries arising from working in an enclosed space


	–  any scalping requiring hospital treatment


	–  crush injuries to the torso or head


	–  fractures, other than to fingers, toes and thumbs


	–  loss of consciousness caused by asphyxia or a head injury


	–  permanent loss of sight or reduction in sight


	–  serious burns (including scalding)









	►  over seven consecutive days’ absences when a worker is unable to perform their duties as a result of a workplace accident.




If an employee has been absent from work for three days as a result of an accident, it does not need to be reported to the HSE; however, the employer must keep a record. A copy of a report in an accident book is usually sufficient.


Test yourself

When should an employee be made aware of their employer’s accident and incident reporting policy?



[image: image]
▲  Figure 1.12 A dangerous occurrence





Research

Find out how to report a dangerous occurrence to the HSE under RIDDOR.




9 Emergency procedures for unsafe situations



9.1 Procedures to follow in unsafe situations

An emergency situation in the workplace can often result in delays with construction work, missed deadlines and additional costs for the principal contractor, not to mention the risk to workers’ lives. To reduce the potential impact of an unforeseen incident, employers have a duty under the CDM Regulations to plan for emergencies on construction sites as part of their pre-construction work. Under the Regulatory Reform (Fire Safety) Order 2005, employers also have a duty to plan for emergencies on other sites such as offices, factories and warehouses.

[image: image]
▲  Figure 1.13 A fire on a construction site 




Examples of unsafe or emergency situations in a workplace include:


	►  fire, for example welding pipes using a blow torch providing a source of ignition


	►  gas leaks, for example groundworks with a multi-purpose excavator causing damage to a buried gas pipe


	►  terrorist threats, for example while undertaking construction work on government buildings


	►  water leak, for example boring (drilling) into the ground and coming into contact with a mains water pipe


	►  carbon monoxide, for example from a poorly installed or maintained boiler


	►  electric shock, for example an operative cutting into a masonry wall with a disc cutter coming into contact with buried services such as electrical wires.




As part of their health and safety preparations, an employer (as a responsible person) must nominate a competent person to make an emergency plan, complete a fire risk assessment and inform workers about the findings.


Key term

Responsible person: (in law) usually the employer (assuming control of the workplace), a person with control of the premises or an owner; that person can then nominate other competent people to perform legal responsibilities, for example to manage fire safety



Fire risk assessments are intended to identify fire hazards in a workplace and those at risk of harm. The level of risk should then be evaluated and a plan should be prepared by the responsible person. Where an employer has five or more employees, the fire risk assessment should be recorded.

Workers on construction sites are usually informed about plans for emergencies and fire risk assessments during their site induction. The actions to follow are often reinforced on safety notices and information boards displayed in work areas.

An emergency plan should be prepared at the start of every project and cover the following areas:


	►  safe evacuation of the site in the event of an emergency


	►  emergency escape routes


	►  safety signage (for example, directional signs and assembly points)


	►  safe storage of hazardous and flammable materials, including waste


	►  site security to minimise the risk of arson


	►  assembly points and registers of workers on site


	►  fire wardens


	►  fire detection and alarms


	►  designated spill kits to deal with hazardous chemical, fuel or oil spillages and leaks


	►  training for workers on emergency equipment and fire safety (for example, use of fire extinguishers, spill kits, and how to raise the alarm)


	►  procedures for calling the emergency services


	►  emergency lighting


	►  fire extinguishers


	►  maintenance of escape routes and fire doors to keep them clear at all times


	►  hot works permit systems


	►  arrangements for smoking


	►  arrangements for vehicles and plant, for example refuelling


	►  emergency plant shut down and isolation to make processes safe.





Key terms

Arson: the criminal act of deliberately setting fire to property

Hot works: any construction work involving open flames or generating heat or friction; hot works are particularly high-risk activities that have the potential to cause fires if they are not controlled properly with a permit-to-work system



[image: image]
▲  Figure 1.14 A fire marshal





Research

Research permits to work and list as many construction activities as possible that may need one. 




Research

Research the role of a fire warden and list their responsibilities in the event of a fire in a workplace.




9.2 Actions to be taken when dealing with fire situations

In the event of a fire in the workplace, workers must follow their employer’s procedures. The main steps in a fire procedure are outlined in Figure 1.15.

[image: image]
▲  Figure 1.15 Fire procedure




Employers should prepare for an emergency by practising evacuation procedures, without notice, to make sure everyone understands their roles to act promptly and appropriately. The control measures should be monitored, maintained and reviewed by the appointed person to make sure they are effective and do not deteriorate over time; for example a fire drill that is over-rehearsed could be disregarded by workers in a real emergency situation.

[image: image]
▲  Figure 1.16 A first aider attending to a casualty on a construction site





Research

What are the emergency procedures to deal with electric shock?




9.3 Fire extinguishers and their uses

Fires need three elements to burn:


	►  heat – such as a spark or naked flame


	►  fuel – any material or substance that is combustible


	►  oxygen – a gas that occurs naturally in the air.




If all three are present, a fire is unavoidable. If one element is missing, a fire cannot occur. This is often referred to as the ‘fire triangle’.

[image: image]
▲  Figure 1.17 The fire triangle




Fire extinguishers are designed to put out fire by removing one or more of these elements; however, if the wrong extinguisher is used, it could make the fire worse or increase the risk of harm.

The fire risk assessment should identify the appropriate fire extinguishers for a workplace and where they should be situated (known as a fire point). They are usually placed close to exits and where there is an increased risk of a fire, for example hot works. 

Fires are classified according to the type of fuel that is burning:


	►  Class A (flammable solids) – paper, cardboard, fabric


	►  Class B (flammable liquids) – paints, adhesives, petrol


	►  Class C (flammable gases) – liquid petroleum gas (LPG), natural gas


	►  Class D (flammable metals) – magnesium, lithium, aluminium


	►  Electrical (not classed as E because electrical fires are a source of ignition, not fuel)


	►  Class F (cooking fats and oils) – chip pan or grease fires.




The CDM Regulations state that everyone at work should be instructed on the safe use of fire extinguishers and understand the colour-coding system used to distinguish different types. All fire extinguishers should have a red body with a colour-coded panel to identify their content and the type of fire that they can safely be used to extinguish.

Table 1.2 describes the range of fire extinguishers.

▼  Table 1.2 Fire extinguishers











	
Type of extinguisher


	
Colour of label


	
Fire classification


	
Special considerations


	
How it works







	
Water


	
Red

[image: image]


	
Class A


	
Do not use on Class B or electrical fires


	
Cools the fire to remove the heat





	
Dry powder


	
Blue

[image: image]


	
Class A

Class B

Class C

Class D

Electrical


	
Extinguishers leave a residue that may be harmful to sensitive electronics


	
Smothers the fire to remove the oxygen





	
Foam


	
Cream

[image: image]


	
Class A

Class B


	
Do not aim the extinguisher directly at liquid fires

Do not use on electrical or Class F fires


	
Floats on the surface of the burning liquid to create a seal, starving the fire of fuel 





	
Carbon dioxide (CO2)


	
Black


[image: image]



	
Class B

Electrical


	
Horn can become very cold when it is discharged and may freeze, although frost-free versions are available

Not to be used in a confined space


	
Displaces (shifts) the oxygen in the air





	
Wet chemical


	
Yellow

[image: image]


	
Class A

Class F


	
Prevents splashing of hot fats and oils


	
Cools the fire to remove the heat








Research

Research other types of equipment that can be used to extinguish a fire and explain why they would be preferred to fire extinguishers.




10 Types of PPE



10.1 The purpose and correct use of PPE

When the principles of prevention are applied to mitigate the risk of harm, personal protective equipment (PPE) is always considered a last resort because it only protects the user. Only after employers have considered all other methods of protecting their employees, for example eliminating or controlling risks at source, should they provide suitable PPE or respiratory protective equipment (RPE).


Key term

Respiratory protective equipment (RPE): personal protective equipment that protects the user’s respiratory system



[image: image]
▲  Figure 1.18 A respirator 




Under the Personal Protective Equipment (PPE) at Work Regulations 1992, employers have legal duties to provide adequate information, instruction and training to their employees on the safe use of PPE. The law also states that employers should provide PPE free of charge, and that their employees should understand how to use and take care of it.

PPE is a last line of defence and will only work properly if the correct type has been selected, it fits correctly and it is in good condition. Therefore, employees must:


	►  wear PPE when instructed to do so by their employer


	►  wear and adjust PPE correctly to work safely as trained


	►  store PPE after use and maintain it


	►  report any defects in, damage to or loss of PPE.




If more than one item of PPE has to be worn at the same time, you must make sure that they are compatible with each other and that this does not affect the level of protection they provide. PPE that is uncomfortable to wear and does not suit the user can sometimes create further hazards, and discourage workers from using it.

Table 1.3 illustrates types of PPE and the hazards they protect against.

▼  Table 1.3 Types of PPE










	
Body part protected


	
Hazards


	
Types of PPE


	
Correct use







	
Ears


	
Noise – average weekly exposure above 85 dB and other stated levels.


	

	•  Ear defenders


	•  Ear muffs


	•  Ear plugs


	•  Canal caps/semi-insert ear plugs





	
Ear protection should reduce noise levels to an acceptable level, so that you are still able to communicate while wearing it.

Ear protectors are manufactured with a single number rating (SNR) system, which allows the acoustic pressure on your ears to be calculated. For example, ear plugs with an SNR of 38 dB (decibels) will reduce a noise of 87 dB by 38 dB to a safe level of 49 dB. To put this into context, a hammer drill produces in excess of 100 dB.

Disposable foam ear plugs should be fully inserted in the ear to work properly and disposed of after each use.





	
Eyes


	

	•  Sparks


	•  Dust


	•  Chemicals


	•  Debris





	

	•  Goggles


	•  Safety spectacles


	•  Face screens


	•  Face shields


	•  Full-face visors


	•  Sunglasses





	
Eye protection should be compatible with other PPE worn, adjustable and stored correctly to prevent damage to the lenses.





	
Feet and legs


	

	•  Slips


	•  Falling objects


	•  Objects penetrating the sole (for example, nails sticking out of timber)





	

	•  Safety trainers, shoes, boots and wellingtons with toecaps and protective mid-soles


	•  Chainsaw and foundry boots


	•  Knee pads


	•  Kneeling pads





	
Footwear should have a good grip for different surfaces, for example oil and mud, and be replaced when it becomes damaged.

The risk assessment will identify which footwear should be worn.

The type of knee protection selected should reflect the type of work undertaken. Kneeling pads protect the user’s knees whilst working in the same position for extended periods. They are not worn by the user therefore they are more comfortable to use compared with knee pads.

If the work is likely to involve kneeling in different locations, then knee pads may be the better option because they do not rely on the user moving the PPE each time it’s needed. There are two different types of knee pads:


	•  Trouser insert knee pads, generally universal fitting, are fitted into work trousers designed with knee pad pockets


	•  Adjustable strap knee pads can be worn with shorts but must be adjusted to suit the user. Poorly fitted adjustable knee pads may reduce the level of comfort and protection offered if they move from their intended position. 








	
Hands and arms


	

	•  Cuts and abrasions


	•  Impacts


	•  Chemicals


	•  Temperature extremes


	•  Biological agents


	•  Hand-arm vibration syndrome (HAVS)





	

	•  Anti-vibration gloves


	•  Nitrile foam coated gloves


	•  Gloves with cuffs


	•  Gauntlets


	•  Protective arm sleeves


	•  Elbow pads





	
Care should be taken to select the correct type of gloves to protect against hazards. They must not create further risks, such as entanglement in machinery, when they are being used.

There is a variety of protective arm sleeves designed to protect against different hazards (welding, cutting, liquids…) therefore it is important that the correct type is selected and worn.

Elbow pads protect the user from the impact of fly debris or hard surfaces. They are often secured and adjusted to suit the user, with elasticated hook and loop straps.





	
Head and neck


	

	•  Falling objects


	•  Hair entanglement


	•  Chemicals


	•  Adverse weather





	

	•  Hard hats


	•  Bump caps


	•  Snoods


	•  Hair nets





	
PPE should be worn as directed by the manufacturer. In general, hard hats should be square on your head with the peak facing forwards. Avoid wearing caps or beanies underneath hard hats, unless they are designed for this. Avoid marking hats with paint or pens, because the chemicals damage them.

Bump caps are no substitute for hard hats and should only be worn when there is a very low risk of bumping your head.





	
Lungs (respiratory system)


	

	•  Dust


	•  Vapours


	•  Mists


	•  Gases


	•  Atmospheres with low or no oxygen





	
Respiratory protective equipment (RPE):


	•  disposable half-mask respirators


	•  reusable half-mask respirators with a filter


	•  full-face mask respirators


	•  powered respirators with a mask/hood or helmet


	•  breathing apparatus (BA)





	
Masks should form a good seal around the user’s face to protect them properly. Employers often assess the performance and suitability of masks provided for their employees by undertaking face-fit testing.

The type of masks and filters used should reflect the hazards. Employees should understand when and how to replace respirator filters.

When masks are not in use, they should be stored correctly to prevent them being contaminated with hazardous substances.





	
Whole body


	

	•  Chemicals


	•  Temperature extremes


	•  Adverse weather


	•  Dust


	•  Metal splashes





	

	•  Aprons


	•  Overalls


	•  Boiler suits


	•  Chemical suits


	•  High-visibility clothing





	
Whole-body protective equipment must be worn according to the manufacturer’s instructions and should not cause a risk of entanglement with equipment or machinery.

Contaminated PPE should be cleaned or disposed of properly and never mixed with personal clothing.










Key term

Bump caps: a type of PPE designed to protect the user’s head when there is a low risk of bumping it; it is not designed to take an impact from an object falling from height



Emergency equipment may be required for those working near water, in confined spaces, at height or in oxygen-deficient atmospheres. This includes life jackets, safety harnesses, safety ropes and breathing apparatus. You must be trained in the safe use of emergency equipment and report any damage to it.

[image: image]
▲  Figure 1.19 A construction worker wearing PPE 





Health and safety

Always check the expiry dates of safety helmets to ensure they offer the correct level of protection in the event of an accident. Your employer should tell you how to find this information as part of your PPE training.




Health and safety

The Personal Protective Equipment (Enforcement) Regulations 2018 state that PPE must be carefully selected to make sure it is manufactured to European standards. Always check your PPE before using it to make sure it bears CE marking. If it does not, inform your employer immediately and replace it. Note that rules on CE marking on PPE are due to be replaced with UK Conformity Assessed (UKCA) marking on 1 January 2023.




Key term

CE marking: a mark on a product that shows it has been designed and manufactured to meet EU safety, health or environmental requirements; CE is an abbreviation of a French term ‘conformité européenne’, meaning ‘European conformity’



[image: image]
▲  Figure 1.20 PPE with CE marking





11 First-aid facilities



11.1 First-aid facilities that must be available in the work area

The Health and Safety (First Aid) Regulations 1981 place legal duties on all employers to provide adequate and appropriate first-aid equipment, facilities and people to assist their employees if they are injured or taken ill at work. To establish what is considered adequate and appropriate, employers must first carry out a workplace-specific first-aid assessment to determine their needs.

A first-aid assessment should take into consideration:


	►  the nature of work being carried out and any specific hazards


	►  the number of staff on site at any one time


	►  the spread of the workforce


	►  lone workers


	►  the amount of first aiders and cover needed for holidays/absences


	►  the number of first-aid boxes and their contents


	►  first-aid resources needed, for example a first-aid room, stretcher and defibrillator


	►  staff training, information and instruction.





Key term

Lone workers: those who work by themselves without close or direct supervision by their employer or work colleagues; they may work in a remote location or in a workplace with members of the public



[image: image]
▲  Figure 1.21 First-aid facilities on a construction site 




Employers responsible for work activities in low-risk environments have to provide a first-aid kit for their workers. They must also appoint a person to take charge of their first-aid arrangements, for example checking first-aid boxes are adequately stocked and calling the emergency services when necessary.

In workplaces where there is a significant risk to employees’ health and safety, employers must also have a trained first aider. In the event of the first aider’s absence, due to any unforeseen circumstances, the appointed person should be able to provide emergency cover for them.

The HSE publication ‘First aid at work’ recommends the contents of a basic first-aid box. However, an employer’s first-aid assessment will usually determine their exact needs.

The first-aid equipment and facilities provided by employers should be kept clean and dry and made easily accessible. They should also be clearly signposted, in accordance with the Health and Safety (Safety Signs and Signals) Regulations 1996.

Employers have a legal duty to inform their employees about their first-aid arrangements, including who their first aiders are, how to contact them and the location of the first-aid provision. This information is usually shared with workers when they first arrive at work, as part of their site or workplace induction.

[image: image]
▲  Figure 1.22 First-aid eyewash kit





Research

What provision has your industry placement employer made for lone workers?




Health and safety

The HSE recommends that tablets and medicines are not kept in a first-aid box.




12 Warning signs for the main groups of hazardous substance



12.1 Categories of safety sign

Safety signs and notices are often displayed around work areas and construction sites to convey important health and safety information. The Health and Safety (Safety Signs and Signals) Regulations 1996 categorise safety signs by their geometrical shape, colour and a simple pictogram. They may also be supported with supplementary text in the same colour as the sign.

The main categories of safety sign are listed in Table 1.4.

▼  Table 1.4 Categories of safety sign








	
Type of safety sign


	
Description







	
Mandatory

[image: image]


	
A circle with a blue background and white symbol or text

Tells you that something must be done, for example eye protection must be worn





	
Safe condition

[image: image]


	
A square or rectangle with a green background

Shows directions to areas of safety and medical assistance in case of emergency 





	
Prohibition

[image: image]


	
A circle with a red outline and a red line from the top left to the bottom right

Tells you that something must not be done, for example no smoking or no pedestrian access





	
Warning

[image: image]


	
A yellow triangle with a black outline

Makes you aware of nearby danger





	
Fire fighting

[image: image]


	
A red rectangle or square with a white pictogram

Marks the location of fire-fighting equipment and fire-alarm activation points







The law states that safety signs should only be used when there is a significant risk to health and safety that cannot be removed or controlled in other ways, or when they can reduce a risk further. If too many signs are displayed in close proximity to each other, they can cause confusion and the main points may be overlooked; therefore, employers must select and position them carefully.


Health and safety

Safety signs should not be used as a substitute for other control methods, for example engineering controls such as safety guards.




Test yourself

What are the five main classifications of safety sign?




Case study

The principal contractor for a construction project is in the pre-construction stage of planning for work on a new building site. The project is expected to last longer than 30 working days and have more than 20 workers on site at any one time during the construction phase.

Explain what safety signs and notices would legally have to be displayed around the site under the Construction (Design and Management) Regulations 2015.

What do you think are the advantages of using safety signs and notices, rather than other safety control measures?




12.2 Symbols for hazardous waste

Manufacturers, importers, distributors and other users of chemicals in the UK have legal duties under the Classification, Labelling and Packaging (CLP) Regulation 2010 to use appropriate safety signs for the classification, labelling and packaging of hazardous substances and waste. These signs are explained in Table 1.5.

▼  Table 1.5 CLP Regulations safety signs









	
Safety sign


	
Meaning


	
Encountered when using …







	
Explosive

[image: image]


	
Explosive, self-reactive


	
Gas 





	
Flammable

[image: image]


	

	•  Flammable gases, solids, liquids and aerosols


	•  Self-heating, self-reactive


	•  Contact with water creates flammable gas





	

	•  Expanding foam


	•  Nail-gun canisters


	•  Solvent cement


	•  Paint stripper








	
Oxidising

[image: image]


	

	•  Oxidising gases, liquids and solids


	•  May cause fire or explosion


	•  May intensify fire





	
Chemicals





	
Gas under pressure

[image: image]


	

	•  Contains gas under pressure


	•  May explode if heated


	•  Contains refrigerated gas which may cause cryogenic burns





	
Carbon-dioxide cylinders used in welding





	
Corrosive

[image: image]


	

	•  Corrosive to metals


	•  Causes severe skin burns and eye damage





	

	•  Portland cement


	•  Hydrated lime


	•  Brick cleaner


	•  Batteries 








	
Acute toxicity

[image: image]


	

	•  Toxic from single or multiple exposure


	•  Toxic/fatal if swallowed, in contact with skin or inhaled





	

	•  Materials containing formaldehyde


	•  Hazardous air pollutants








	
Health hazard/hazardous to the ozone layer

[image: image]


	

	•  May cause respiratory, eye or skin irritation


	•  May cause drowsiness or dizziness


	•  Harmful if swallowed, inhaled or in contact with skin


	•  Harms the environment by destroying the ozone layer





	

	•  Expanding foam


	•  Grab adhesive


	•  Wood adhesive


	•  Solvent cement


	•  Portland cement


	•  Paint stripper








	
Hazardous to the environment

[image: image]


	
Toxic to the surrounding natural environment, especially aquatic life


	

	•  Wood preservative


	•  White spirit


	•  Diesel, petrol and paraffin oils


	•  Epoxy resin


	•  Bitumen paint








	
Serious health hazard

[image: image]


	

	•  May be fatal if swallowed or enters airways


	•  May cause damage to organs


	•  May damage fertility or cause genetic defects


	•  May cause cancer


	•  May cause allergy, asthma or breathing difficulties if inhaled





	

	•  Expanding foam


	•  Grab adhesive


	•  Paint stripper


	•  Wood dust


	•  White spirit


	•  Asphalt


	•  Silica dust











Research

Find one example for each of the CLP Regulation classifications listed in Table 1.5 and describe how they should be safely handled and disposed of as hazardous waste. 



The Carriage of Dangerous Goods and Use of Transportable Pressure Equipment Regulations 2009 deal with potentially hazardous substances that are transported by road or rail. These regulations have a slightly different set of diamond-shaped safety signs, designed to suit their classifications of predominant hazards.


Research

Research the classifications of safety sign under the Carriage of Dangerous Goods and Use of Transportable Pressure Equipment Regulations 2009.

Make a list of some of the materials you may have used that would require these signs to be displayed on the vehicles transporting them, and explain how waste materials and packaging were disposed of after use.




13 Safe practices and procedures for the use of access equipment and manual handling



13.1 Types of access equipment

The HSE reported that 111 workers died as a result of falling from height in 2019–20 in the UK, and 40 of those people worked in the construction industry.

If there is a risk of people falling any distance above or below ground that could result in an injury, the employer must take necessary precautions to eliminate the hazard completely or reduce the risk of harm to an acceptable level by assessing the risks.

Where a risk remains, employers should use equipment or other measures to minimise the distance and consequences of a fall, for example safety nets or air bags, or PPE such as a safety harness and lanyard. In the event of an accident, employers should have a well-rehearsed plan and equipment designed to rescue and evacuate people from height.

Equipment specifically designed for working safely at height is referred to as access equipment. It should only be used by trained, competent and authorised people in accordance with the manufacturer’s instructions.

Ladders

[image: image]
▲  Figure 1.23 Ladder




A ladder should be:


	►  set at an angle of 75° or a ratio of 1:4 (the distance between the wall and the base of the ladder should be one quarter of the ladder’s height)


	►  placed on firm, level ground


	►  placed against a stable surface


	►  extended 1 m above a working platform


	►  secured to prevent slipping/moving


	►  used for light work and short durations.




The user should have three points of contact with the ladder at all times and never overreach. 


Mobile scaffold towers

[image: image]
▲  Figure 1.24 Mobile scaffold tower




A mobile scaffold tower should:


	►  be set up on firm, level ground


	►  be erected in accordance with the manufacturer’s instructions


	►  not be overloaded


	►  use guardrails and toe boards


	►  have brakes applied on castors before use


	►  have its outriggers correctly positioned and secured when necessary to gain extra height


	►  not be repositioned with people, materials or equipment still on it.




Scaffolding

[image: image]
▲  Figure 1.25 Scaffolding



Scaffolding should:


	►  only be erected, inspected, adjusted and dismantled by trained and competent scaffolders


	►  be designed and erected in accordance with British Standards and the Work at Height Regulations 2005


	►  have handrails 950 mm high, with no more than a 470 mm gap between guardrails


	►  have toe boards 150 mm high


	►  have platforms kept clean and clear. 





Steps

[image: image]
▲  Figure 1.26 Steps




Steps should be:


	►  fully opened


	►  placed on firm, level ground


	►  positioned facing the work, not sideways


	►  used for light work and short durations.




Podiums

[image: image]
▲  Figure 1.27 Podiums




Podiums should:


	►  be set up on firm, level ground


	►  be erected in accordance with the manufacturer’s instructions


	►  have the gate locked while working


	►  have brakes applied on castors before use. 





Staging boards

[image: image]
▲  Figure 1.28 Staging boards




Staging boards are designed to create a safe working platform between two supports, with guard rails on one or both sides.

You should never exceed the safe working load of staging boards with materials and people.

Trestles

[image: image]
▲  Figure 1.29 Trestles




Trestles should:


	►  be set up on firm, level ground


	►  be erected in accordance with the manufacturer’s instructions


	►  not be overloaded


	►  have staging boards kept clean and clear


	►  allow safe access and egress.




Mobile elevating work platforms (MEWPs)

[image: image]
▲  Figure 1.30 Boom lift (top) and scissor lift (bottom)




There are a number of different types of mobile elevating work platform, each one designed for access, safety and work at height. Only suitably trained, experienced and competent workers should operate a MEWP.


13.2 Safety checks on access equipment

Under the Provision and Use of Work Equipment Regulations (PUWER) 1998, employers must ensure that access equipment is suitable for its intended use, safe and well maintained.

They must also regularly inspect the components of access equipment for signs of wear and damage, to ensure they have not deteriorated. Records should be kept of weekly, monthly and annual inspections by the people that supply the access equipment, for example employers and hire companies. A tagging system may be adopted, with tags attached to different types of access equipment as a way of recording inspections and identifying when it is safe to use. 

[image: image]
▲  Figure 1.31 A tag on access equipment




Some work equipment may be subject to other regulations which have specific requirements regarding inspections, such as LOLER. Scaffolding, for example, should be inspected before use and every seven days after that. However, further inspections may be necessary if there has been adverse weather or an accident/incident.

Daily visual pre-use inspections of access equipment should be completed by competent employees, to ensure there are no defects and the equipment is safe to use. These inspections should include checking that the non-slip feet on ladders and step ladders are not missing or damaged, and the stiles, steps and rungs are not bent or missing. Even the smallest amount of damage to access equipment can compromise its strength; therefore it should always be reported as soon as possible and damaged equipment should never be used.


13.3 Selecting access equipment

Access equipment must be appropriate for the work intended. This will be determined by the risk assessment and method statement, not its availability and cost.

Before working at any height, employers must consider the safest way to complete the task, its duration and the frequency with which access equipment will be used.

Other points to consider when selecting access equipment include:


	►  whether it is for internal or external use


	►  the ground conditions, for example uneven, sloped or soft


	►  the weather conditions, for example high winds or snow/ice


	►  safe access and egress


	►  the height at which it will be used


	►  the space needed for people and materials


	►  how materials and equipment will be loaded onto it


	►  the weight it will carry


	►  nearby hazards, for example overhead power lines and fragile roofs


	►  the type of work being undertaken


	►  training, information, instruction and supervision.




The risk of a fall from ladders and steps is relatively high; therefore they should only be used for a short duration and no longer than 30 minutes at a time. If this is not possible, the risk must be reduced by using a safer type of equipment, such as a podium.

Certain types of access equipment have action points for heights; for example a tower scaffold needs outriggers to support the equipment when it exceeds heights specified in the manufacturer’s instructions. Further advice and guidance on the safe use of access equipment can be found on the HSE website.


13.4 Manual handling operations

Manual handling is defined as any lifting, carrying, supporting or moving of a load using bodily force. Employees working in the construction industry will inevitably be involved in carrying out manual handling operations and therefore have an increased risk of an injury or chronic muscular damage. These types of injury are referred to as musculoskeletal disorders (MSDs) and affect different parts of the body, including the back, shoulders, arms, legs, feet and toes. The HSE reported in the year 2019–20 that half a million people were suffering with a new or existing work-related musculoskeletal disorder, and this figure does not include workers who have not reported injuries under RIDDOR.

Where employees are expected to undertake manual handling operations in the workplace, their employers must take reasonably practicable measures to protect them from harm. The Manual Handling Operations Regulations 1992 state that this should be done by:


	►  avoiding carrying out manual handling if possible – consider completing the task another way, for example with a forklift, telehandler or crane


	►  assessing the hazards when it is not possible to avoid manual handling activities by completing a suitable and sufficient manual handling risk assessment


	►  reducing the risk as much as is reasonably practicable.




If this is not possible, workers should use good kinetic lifting techniques or be provided with mechanical lifting aids, such as a pallet truck or sack truck. Where this is not possible, consider changes to the task, load and working environment.


Key term

Kinetic lifting: the act of manual handling



[image: image]
▲  Figure 1.32 Safe manual handling sequence for a single person




Manual handling injuries often occur because activities are badly performed or planned. Employers have a duty to make sure their workers have the necessary information, instruction and training. They must consider the following points when assessing manual handling activities:


	
►  Task:


	–  What does the task involve?


	–  Does the task involve more than one person?


	–  How far will the load have to be carried?


	–  How often will the task take place?









	
►  Individual:


	–  Is the worker physically and mentally able to carry out the task?


	–  Does the worker have the necessary knowledge to complete the task safely?


	–  Has the worker received the necessary training?


	–  Does the worker have the right PPE, for example gloves or footwear with a good grip?









	
►  Load:


	–  Consider the size, shape, weight, centre of gravity and temperature of the load.


	–  Is the load sharp?


	–  Is the load likely to move?









	
►  Environment:


	–  Consider the weather and ground conditions.


	–  Will the route be clear or are there likely to be obstructions or obstacles, such as stairs or scaffolding?








[image: image]
▲  Figure 1.33 Manual handling as a team 




Employees have a legal duty to follow their employer’s safe system of work, to protect themselves and others from the risk of injury from manual handling operations. They must also use lifting equipment and machinery provided by their employer, if they are trained to use it, and report any unsafe conditions they identify to their supervisor as soon as possible.

[image: image]
▲  Figure 1.34 Examples of mechanical lifting aids: a pallet truck (left) and a sack truck (right)





Improve your English

Think of a word that can be used to describe a condition that develops suddenly or in a short space of time. Use this word in a sentence to explain a particular risk to health in your industry.




Health and safety

There are no safe working loads when you are manual handling. Even light loads carry a risk of injury.




14 Safe practices and procedures for working in excavations and confined spaces 



14.1 Dangers associated with excavations

Excavations are often created on construction sites to form trenches and holes for building foundations, or to gain access to underground services and drainage. Pedestrians, materials and vehicles are all at risk of falling into exposed excavations unless satisfactory preventative measures are taken to keep them at a safe distance.

Working in an excavation can be extremely dangerous because of the risk of flooding or collapse causing people to be crushed. There could be reduced levels of oxygen and poisonous or explosive atmospheres.

Excavations are most likely to fail if they are too deep and unsupported, or if the soil conditions are weak. The walls of an excavation may also become unstable if there is vibration in the ground caused by vehicle movement around the site or nearby public roads. Additionally, they can weaken and collapse if the soil of an excavation dries out in hot weather, expands after a heavy frost or becomes saturated with rain water.

[image: image]
▲  Figure 1.35 An excavation on a construction site




Plant operators must be competent and take precautions while excavating with machinery to ensure they do not come into contact with buried services, such as gas pipes or live electricity cables. Special care should also be taken when digging next to adjacent structures and buildings, to make sure they are not disturbed or undermined, causing them to become unstable or collapse.


Key term

Plant operators: people in control of heavy construction machinery and equipment



If the construction site has previously been used for manufacturing, industrial or agricultural purposes, the soil may have been contaminated with hazardous waste or chemicals that have been buried or have naturally occurred in the ground.

Under the CDM Regulations, the client has a duty to provide information to the contractor about the location of buried services, any underground structures or any other relevant information before work starts on site. This will allow the contractor to prepare a pre-construction health and safety plan, reducing the risk of an accident or dangerous occurrence. 

[image: image]
▲  Figure 1.36 A plant operator





14.2 Safety when working in excavations

All excavations should be individually planned and carried out in a safe way by competent workers and supervisors. Wherever possible, working in an excavation should be avoided and only considered as a last resort.

Employers have a duty to reduce the likelihood of an accident or injury in an excavation by assessing the risks and introducing control measures such as the following:


	►  Isolate the hazard by erecting suitable edge protection barriers, for example Heras-style fencing (temporary metal fence panels), to prevent unauthorised access and to protect the general public.


	►  Install ‘stop blocks’ a safe distance away from the excavation to prevent vehicles getting too close and reduce the risk of hazardous exhaust fumes entering the excavation.


	►  Display safety signs and notices to raise awareness of the hazards and the precautions to be taken.


	►  Provide adequate lighting.


	►  Provide safe access (entry) to and egress (exit) from the excavation, for example using ladders or temporary stairs.


	►  Use a temporary support system to prevent the excavation from collapsing, for example a trench box (metal sidewalls held apart with struts).


	►  Provide safe designated crossing points.


	►  Test the soil for contamination.


	►  Adopt a permit-to-work system to dig and work in the excavation.


	►  Provide adequate ventilation to workers in the excavation.


	►  Identify and protect exposed services.


	►  Carry out daily inspections of the excavation.


	►  Ensure a competent person carries out atmospheric testing at various points within the excavation before anyone enters, at the start of each shift and after breaks, and continuously thereafter if indicated by the risk assessment and permit to work. Personal monitors may also be worn by individuals working in the excavation.


	►  Use appropriate portable gas-detection equipment.


	►  Ensure good communication methods between workers in the excavation and the supervisor.


	►  Put in place a rescue plan to recover an injured person and provide appropriate rescue equipment.




[image: image]
▲  Figure 1.37 A trench box supporting an excavation





14.3 Dangers associated with confined spaces

The definition of a confined space is a workplace which may be substantially but not always entirely enclosed, where there is a foreseeable serious risk of injury because of the conditions or from hazardous substances. Excavations, loft spaces, sewers or wells could be described as confined spaces, because they are enclosed with restricted access and egress.

Confined spaces may already contain hazards, such as a lack of oxygen or a risk of an explosion. Hazards can also be created by workers with electrical equipment, machinery, materials and substances such as petrol and solvents. Some confined spaces may also contain toxic atmospheres created by gases such as naturally occurring methane, nitrogen or carbon dioxide. Carbon monoxide and carbon dioxide are particularly dangerous because they are colourless, odourless and tasteless, making them more difficult to detect without specialist testing equipment. 

The air we breathe contains a mixture of different gases, with oxygen making up about 21 per cent. If the oxygen in the atmosphere is reduced just below this level, it affects our ability to function normally; if depleted further to 6 per cent or below, it will result in almost certain death.

Additional hazards that may be found in confined spaces include:


	►  fire


	►  extremes of heat and cold


	►  dust, fumes and vapours


	►  flooding resulting in drowning


	►  free-flowing solids causing suffocation, for example sand


	►  entrapment.




[image: image]
▲  Figure 1.38 A confined space




Research

Which solvents that you use in your trade would be particularly hazardous in a confined space? Consider what alternative substances you could use.
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