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FOREWORD


This little book originated as an attempt to collect my view on the challenges brought by the unmanned aircraft operations, it reflects many years of working dedicated to this matter.


The subjects have been selected so as to survey briefly the main aspects.


I have given special attention to the recent regulations and policies, and existing approaches and methodologies.


The book discusses the concept of risk, analyses the safety implications of the operations, and, addressing, in particular, the small remotely-piloted aircraft, provides some indications on how to conduct a safety risk assessment.




PART I


INTRODUCTION


Aircraft capable of flying without the need of a pilot on board are starting to become more and more familiar, they represent one of those technological evolutions destined to become a daily habit. These aircraft are not a new phenomenon, indeed, the origin dates back to the mid-1800, but their utilization, for many years, was being confined almost exclusively to the military field, where they have found use, especially, in those, so-called 3D, operations, i.e. dull, dirty and dangerous operations.


Remotely piloted aircraft in the civil market are relatively recent, the early 2000 can be considered the beginning of the civil development.


They are, now, increasingly imposing in the world of civil aviation, by virtue of the ability to act as a substitute, or to work side by side with existing means, and, also, to carry out missions, otherwise nearly impossible, by the traditional means, and with operating costs significantly lower.


In the last years, a relentless evolution has characterized the remotely piloted aircraft design, the technologies are undergoing radical and rapid changes. The miniaturization process, along with the development of high performance sensors, is giving a significant impulse to the development, in particular, of the segment of small unmanned aircraft. Although the small dimensions, such remotely piloted aircraft can incorporate features very advanced, reliable and, at the same time, cheap.


There is a general expectation, that this new kind of aircraft will enter into the daily practice and will be able to influence more and more, in the coming years, the way to deal with many aspects of our lives. They promise to provide sustainable and effective solutions for a wide range of societal exigence, they are already used in surveillance activities, crop monitoring, cartographic surveys, territory checking. The economic benefits of the services are driving the growth.


The demand for new services, private and public, is growing, but also the industry’s ability to respond to the exigence, by producing unmanned aircraft at cost increasingly affordable. The scale of the potential market is difficult to predict. According to industry sources, the global budget is expected to rise from the current $5.2 billion to about $11.6 per year in 2023. Recent researches estimate that the European market could amount to about 10% of the global market of the civil aviation. NASA researchers estimate the skies will grow more crowded below 500 feet, and roughly 2.7 million of commercial drones are foreseen flying by 2020.


The number of services that they could provide, are destined to increase rapidly in all the sectors: security; environmental monitoring, aerial mapping, search and rescue, traffic road surveillance, critical infrastructure monitoring, as well as, in communications, by providing emergency radio links. It is expected that they would be used in the transportation of small parcels, and could contribute to provide emergency relief in disaster areas.


The underlying technology, as in many other sectors in continuous evolution, is reaching a good level of reliability.


The acceptance by the community depends on many factors, but the main is, essentially, the risk perceived. An inappropriate, or improper, use might create hazards to people overflown or to other aircraft sharing the same air space.


This technology, indeed, began to be used even before that its impact on the existing aviation system had been evaluated, this has induced a certain perception that a proliferation of unmanned aircraft might result in an increase in the risk; but, a perception of risks too high might hamper the development of the market. For which, there is the need to safely manage the unmanned operations.


However, the integration into the existing aviation system in a safe manner, at low altitude, now, and progressively in all the classes of airspace, and even in congested environments, is an objective that requires necessarily the ability of the unmanned aircraft to be as safe as the corresponding manned aircraft and to comply with the civil aviation rules. Although the technologies that should allow the remotely piloted aircraft to operate in all the classes of airspace are developing rapidly, such technologies are not yet fully available, and this shortfall has an impact on the civilian market development.


Currently, the market is dominated by small unmanned aircraft of mass less than 25 kg, and the multi-rotors types represent over 85% of the overall share. The operations are, for the most part, limited to flights in visual line of sight conditions (VLOS), in uncontrolled airspace below 500 ft AGL, or in segregated airspaces.


Different terms are used to define the aircraft without a pilot on board, the most common term, for the general public, is drone. The term "unmanned aircraft" is considered by EASA, to indicate "any aircraft operated or designed to be operated without a pilot on board", for which, the remotely-piloted aircraft (RPA) constitute a subcategory of unmanned aircraft.


The term "remotely-piloted aircraft system (RPAS)" is used by ICAO to emphasize the fact that they are distributed systems, in which the pilot carries out his duties and exercises its functions through the use of a variety of communication systems that allow command and control of the remotely piloted aircraft. The ICAO Circular no. 328 defines the remotely-piloted aircraft system as a set of configurable elements consisting of a remotely-piloted aircraft, its associated remote pilot station(s), the required command and control links and any other system elements as may be required, at any point during flight operation.


The Document ICAO n. 9854, “The Global Air Traffic Management Operational Concept” states that an unmanned aerial vehicle is a pilotless aircraft, in the sense of Article 8 of the Convention on International Civil Aviation, which is flown without a pilot-in-command on-board and is either remotely and fully controlled from another place (ground, another aircraft, space) or programmed and fully autonomous.


The remotely-piloted aircraft present different weights, shapes, geometries and characteristics, but all fall within the definition given by ICAO. The ICAO Annex 7 recognizes many types of aircraft, but these do not differ whether they are manned (pilot on board) or unmanned (without pilot on board). An aircraft is any machine that can derive support in the atmosphere from the reactions of the air other than the reactions of the air against the earth’s surface.


The Italian Navigation Code, at art. 743 - "Concept of aircraft ", introduces in the definition of aircraft the notion of remotely piloted aerial vehicle: "aircraft shall mean any machine designed for the transportation by air of persons or property. Remotely piloted aerial vehicles are also considered aircraft, as defined by special laws, ENAC regulations and, for the military, by decrees of the Ministry of Defence.


Having the remotely-piloted aircraft systems, the status of aircraft, they are subject, like every other aircraft, to comply with the aviation rules in force, in all domains (Airworthiness, Operations, Flight Licensing and Rules of the Air), in particular, in Europe, with the current provisions of the European regulations, or, for the RPA with a mass not exceeding 150kg, those issued by the Member States.


To satisfy the market interest to operate unmanned aircraft as "conventional" aircraft, the RPAS shall fully integrate in the airspace according to the well-defined system of rules of the Civil Aviation. But, there is no automatic right of access to airspace, the integration will be subject to the ability to demonstrate that RPAS operations would not have a negative impact on the other users, this implies satisfying an equivalent level of compliance with the rules and procedures applied for the conventional aircraft.


The RPAS shall be able to operate in accordance with the rules governing the manned aircraft and meet the requirements applicable to the class of airspace within which they intend to operate. However, the achievement of such a compliance appears not easy.


For the compatibility with the way manned aviation operations are carried out, the integration in the airspace cannot result in changes in the current airspace management


The remotely-piloted aircraft systems introduce into civil aviation many complexities, the fact, that they are distributed systems, i.e. that they cannot function without the support of all elements, brings challenges, that are new to the current manned regulations.


The operational differences need to be fully addressed: the remote pilot does not get the same sensorial and environmental cues of on-board pilot. The dependence on a data link, for the control and command of the aircraft, requires that the unmanned aircraft are equipped with technology on which the remote pilot can rely.


While, today, flying a single drone in non-segregated airspace can be done with appropriate coordination and procedures, operations of several of them will be much more complicated, and the operations of a fleet of drones will pose challenges not yet explored.




PART II


THE REGULATORY FRAMEWORK


The Civil Aviation is a highly regulated sector, and safety is its key objective. It is a regulatory system founded on the so-called "total system" concept, according to which, all the components of the aviation system concur to determine the safety of the operations.


Ensure aviation safety is a shared responsibility between all the stakeholders: authorities, operators, manufacturers, maintenance organisations and crews; the authorities are responsible for establishing rules and verifying they are fulfilled; the other actors have the primary responsibility to comply with the aviation safety regulations.


Operations can be conducted only if it can be shown that the aircraft has been designed, manufactured, operated and maintained in accordance with the relevant regulations. The concept is valid whether the aircraft is manned or unmanned.


According to the ICAO Circular n. 328 the remotely piloted aircraft will operate in accordance with ICAO standards that exist for manned aircraft as well as any special and specific standards that address the operational, legal and safety differences between manned and unmanned aircraft operations.


The overall safety objective is apportioned to the following pillars: airworthiness, operations, flight crew, air traffic management, aerodromes. Even if the ICAO standards and recommended practices have been developed for all aircraft, and, in large measure, can apply to the unmanned, however, certain assumptions are differing and the differences should be addressed:




	Airworthiness. All aircraft, whether manned or unmanned, share a large degree of commonality with regard to the airworthiness. A majority of the assessments, likely, will rely on what is already prescribed for manned aviation, but there is a small number of areas, unique to RPAS, not addressed in current regulations that are more critical because of the potential impact.


	Operations. Compared to manned aircraft, there is a greater variety of missions for RPAS, the interest to fly at low altitudes and in urban areas, raises considerable challenges. The fact that the pilot is not on board undermines traditional operational concepts based on three conflict layers: strategic conflict management, separation provision, and collision avoidance.


	Flight crew. The rules prescribe that the conduct of the flight is undertaken by pilots qualified with reference to specific aircraft and operational environment, minimum training and licensing standards, have been established. The same applies to the unmanned aircraft.


	Air Traffic Management. RPAS ability to act and respond, as manned aircraft do, is a key factor for a safely integration in non-segregated airspace, However, this is subject to technology availability.


	Aerodromes. Airport safety standards and regulations will need to be satisfied before RPAS are allowed to take off and land. Specific safety requirements and procedures, for RPAS operations, have to be identified.





1. EQUIVALENT LEVEL OF SAFETY


The admission of new users into the airspace requires that any undesired consequence is kept to a minimum, to avoid a deterioration of the hitherto safety enjoyed by the community.


For the integration into the existing aviation system, the regulatory regime needs to set a level of safety, acceptable to the society, and to guarantee that the risks will be adequately regulated and controlled.


So far, the number of accidents of unmanned aircraft appears low, and with few consequences, but accidents may happen, and the first serious accident might hamper the expansion of this sector.


To ensure the current safety level to any airspace user, as well as to persons on the ground, the risk, that unmanned operations would entail, shall not be greater than that posed by equivalent manned aircraft.


The EU Commission Communication, Com (2014) 207 “A New era for Aviation”, states that the integration into the European aviation system should be based on the principle that unmanned operations should exhibit an equivalent level of safety in comparison to manned aviation and that the regulatory framework should reflect the wide variety of aircraft and operations, keep rules proportionate to the potential risk and contain the administrative burden for industry and for the supervisory authorities.


The ICAO Circular n. 328 states that the principal objective of the aviation regulatory framework is to achieve and maintain the highest possible and uniform level of safety. In the case of UAS, this means ensuring the safety of any other airspace user as well as the safety of persons and property on the ground.


The objective to achieve and maintain the highest possible uniform level of safety, is highlighted also in the FAA Roadmap (2013) for the Integration of Civil Unmanned Aircraft Systems (UAS) in the National Airspace System


The principle of equivalence is affirmed in the EU “Riga Declaration on Remotely Piloted Aircraft (Drones) Framing the Future of Aviation": The provision of drone services must not be less safe than is accepted from civil aviation in general. The incremental integration of drones in the aviation system must not reduce the level of safety presently achieved in civil aviation.


The equivalent level of safety” (ELOS) concept is at the basis of the EASA “Airworthiness Policy E. Y01301”, where it is stated that a civil UAS must not increase the risk to people or property on the ground compared with manned aircraft of equivalent category.


A large number of Civil Aviation Authorities have adopted, as a basis for establishing a regulatory system, the equivalent level of safety principle.


According to the CAA UK policy (CAP 722), UAS operating in the UK must meet at least the same safety and operational standards as manned aircraft. Thus, UAS operations must be as safe as manned aircraft insofar as they must not present or create a greater hazard to persons, property, vehicles or vessels, whilst in the air or on the ground, than that attributable to the operations of manned aircraft of equivalent class or category.


Although the application of the ELOS principle can guide in determining, on a rational basis, the conditions to be satisfied, for the access of the unmanned aircraft into the airspace, however, quantifying, what exactly it entails, presents inherent difficulties; its implementation is not straightforward because of the wide range of types, sizes and characteristics, and, especially, because the comparison with manned aircraft bears inherent difficulties of interpretation, as EUROCAE ER10 document highlights, due to the different nature of unmanned aircraft and due to the shift of the risk from the crew and passengers on board to the third parties on the ground or in the air. This shift invalidates a simple trade-off between fatalities on-board and on the ground.


The implementation of the "principle of equivalence" implies that the safety target for RPAS operation be established with reference to that of manned aviation. What determines an equivalent level of safety is, in itself, open to interpretation. The purpose is the safety of the operations and, consequently, how to address it, and then regulate. Therefore, an understanding of the risks inherent to the RPAS operations is necessary.


Given the wide variety of RPAS, and applications, it is not easy to establish the right regulatory level that would ensure the current safety without hindering, at the same time, the industry development.


In the conventional aviation, the minimum level of safety, expected to be met, is established through regulations, policies and standards. A key principle within aviation regulation is the separation between regulation of aircraft and operations. Airworthiness regulations aim to ensure that the aircraft is safe to use, operational regulations refer to rules regarding what makes an aircraft safe to operate.


The certification processes ensure the fulfilment of the safety levels, through the demonstration of compliance with the applicable certification requirements. The pertinent existing regulations do not differentiate between manned and unmanned aircraft, therefore, also RPAS should be subject to the same certification processes applied to the manned aircraft.
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