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Preface





Welcome to "Ultimate VMware NSX for Professionals," a step-by-step guide providing understanding and mastering VMware's Network Virtualization and Security platform, NSX. In today’s ever-evolving IT landscape, virtualization has become a key to build scalable and agile infrastructures. VMware NSX, a network and security virtualization platform provides strong Network Virtualization capabilities in Software Defined Datacenter.


This book is designed to provide you with a solid foundation in NSX, whether you are an IT professional looking to implement virtualized networks, a system administrator seeking to enhance your skills, or a network architect striving to design software-defined datacenter solutions. VMware NSX offers a dynamic approach to network and security management that enables organizations to efficiently utilize their network infrastructure while reducing costs and complexity.


In the pages that follow, you will embark on a journey through the core concepts and practical applications of VMware NSX. This book has been divided into 14 chapters, with each chapter covering a topic that I believe is needed to fully understand a concept. Although this book could be read cover to cover, it is designed to be flexible and allow you to move between chapters or sections of chapters to cover topics you need. However, few chapters should be read sequentially, such as Chapter 3 to Chapter 7 to understand Routing and Switching or Chapter 8 to Chapter 10 to understand security features in NSX. The details are listed below for the topics covered in each chapter.


Chapter 1 covers some key challenges with traditional networking and how Software Defined Networking can help overcome those challenges. It then introduces NSX, a VMware software defined networking solution, and covers in depth its architecture and the different key components that build the NSX environment.


Chapter 2 focuses on deployment of the first component of NSX environment, that is, NSX Manager. It covers different methods to deploy NSX Manager in vSphere environment and create an NSX Management cluster. Then focus shifts on preparing Data Plane of NSX environment, covering architecture of Transport Nodes, different pre-requisites to prepare a Transport Node and finally promoting ESXi host as an NSX Transport Node.


Chapter 3 is all about logical switching in NSX environment. This chapter deals with switching configuration in NSX environment including Geneve Encapsulation to enable Layer 2 communication on top of Layer 3 underlay networks. This chapter covers the creation and configuration of segments and segment profiles along with Layer 2 packet walks in NSX environment.


Chapter 4 marks the beginning of the first step in logical routing. This chapter covers one of the most important requirements to enable Logical Routing in NSX environment which is Edge nodes and Edge Clusters. This chapter discusses different options, design and configuration available to deploy Edge nodes in NSX environment.


Chapter 5 continues on NSX Logical Routing. This chapter delves into the world of NSX logical router and follows a packet to see how it travels within NSX environment. This chapter covers different routing topologies supported by NSX and how to configure them, along with dynamic routing protocols BGP and OSPF. Last but not least, it covers high-availability choices for routing services.


Chapter 6 covers VRF lite and EVPN to provide end-to-end isolation for different tenants in network fabric.


Chapter 7 covers logical bridging, a network service provided by NSX that can help bridge the gap between overlay networks and VLAN-backed networks to allow layer 2 communication between VMs and physical workloads or workloads running in NSX-V environment.


Chapter 8 begins the journey of security features in NSX environment. This chapter covers Micro-Segmentation with the help of Distributed Firewall that helps protect East-West traffic inside a datacenter and protect workloads from lateral attacks.


Chapter 9 builds on top of micro-segmentation and sheds light on the advanced security features provided by NSX. This chapter starts with Gateway Firewall to protect North-South traffic leaving the NSX environment and then focuses on the Intrusion Detection/Prevention System. This chapter covers the architecture and configuration of IDS/IPS along with Malware Prevention.


Chapter 10 covers the NSX Application platform and NSX Intelligence that provides recommendations for NSX DFW and detects anomalies in the network using its suspicious detectors. Also, it covers NSX Network Detection and Response which create campaigns by taking all events from Malware Prevention, Intelligence, IDS and analyzing them, reducing the burden on security administrators.


Chapter 11 covers different datacenter features, that is, NAT, DHCP, DNS, IPSec VPN, and Layer 2 VPN, and how to configure them in an NSX environment. Also, it talks about a new feature introduced in NSX which enables stateful services on Active-Active gateways.


Chapter 12 discusses the NSX Advanced Load Balancer, its features, architecture, and how it is integrated with the NSX environment.


Chapter 13 covers different NSX Multisite solution, NSX Federation, its architecture, and how it is onboarded and managed in NSX environment.


Chapter 14 covers different features provided by NSX to monitor and manage the NSX environment effectively and efficiently. It explains how to enable different authentication providers in the NSX environment to provide secure access to the environment along with RBAC to control the level of access.
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CHAPTER 1


Introduction to NSX Datacenter



Introduction

Before we start with the world of SDN (Software Defined Networking) or VMware’s offering for SDN called NSX, Let’s take a step back and understand the challenges with traditional physical networking. If I ask you as an application developer with you being a Network Engineer, I want to deploy multi-tier applications (could be a monolithic or container base) with components in their own broadcast domain, a firewall applied to every component with centralized management, capability for automation to provision network services on demand as and when required and ask you to prepare the underlying network infrastructure for application; these requirements from application team become very tough and challenging very soon.

But what if we had a magic wand, which we can wave and solve all these challenges? Well, cheesy lines aside, virtualization is the key to all these questions. We have solved similar challenges with compute and storage in the datacenter and by moving physical networking into software construct, we can achieve the same level of automation and flexibility with our Networking as well. So, fasten your seatbelts as we drive on the path to virtualize Networks. This chapter discusses current challenges with physical networks, how SDN can be an answer to these challenges and more specifically VMware SDN offering NSX.


Structure


In this chapter, we will discuss the following topics:


	Challenges with Physical Networks

	Introducing SDN

	Different models of SDN





	Introducing NSX – A VMware SDN Solution

	NSX Architecture

	Management Plane

	Control Plane

	Data Plane







Challenges with Physical Networks

Networks are analogous to veins in the human body like veins carry blood from different organs back and forth similarly as their core functionality, Networks provide connectivity between different components in a datacenter. Apart from connecting different components together, networks also provide some other key services in a datacenter including but not limited to:


	Layer 2 communication

	Layer 3 connectivity

	Firewall services

	NAT and VPN services

	Load Balancing services, and so on.



Initially, we started with different applications running on various physical servers housed in a datacenter. In case a developer requires to run an application on different hardware, it would take time to procure hardware, set it up in the datacenter and have the operating system ready to run the application. In such cases, physical networks were able to keep up with the speed and requirements of the application. But with the evolution of virtualization and the rise of SDDC (Software Defined Datacenter), physical networks are lagging behind. Make no mistake, we still require physical networks to connect different components together even in an SDDC, but like the example, in the Introduction, there are new challenges that have arisen with physical networks.


Traffic Hairpinning


Traffic hairpinning or pinning is forcing traffic to flow through a single point. This can result in a bottleneck of traffic affecting the performance of the system. In networking, devices are assigned an IP address so they can communicate with each other via IP address. If IP addresses belong to the same subnet, they can communicate with each other directly. But if their IP address belongs to a different subnet, we need a router or L3 device that can forward the packet to the correct subnet known as the default gateway. For physical workloads, it is fine to keep the default gateway on one or more routers but it becomes an issue for virtual workloads.

Imagine, two Virtual Machines sitting on the same physical server, in order to talk to each other they have to traverse the whole network path due to traffic hairpinned to the default gateway. The following Figure 1.1 shows an example where two virtual machines are running on same hypervisor but belongs to different subnets have traffic hairpinned to default gateway.
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Figure 1.1: Traffic Hairpinning in Virtual Workload

Using firewalls or other security appliances such as IDS/IPS results in similar hairpinning of traffic affecting the performance of the application in case of non-optimal network design.

Speed and Agility

Physical networks are not capable to keep up with the speed and agility of SDDC (Software Defined Datacenter). In today’s world, there is an ever-changing requirement from businesses to roll out new features and be on top of the competition. This requires faster provisioning of applications and a requirement to freely move an application from one environment to another. Server Virtualization, storage virtualization and Containers have enabled IT for faster provisioning of applications and application mobility but physical networks are holding them back. Let’s take the same example from the introduction of the chapter. I need to create new subnet domains on demand for my application components, create new firewall rules and provide new load balancing services in order for the application to be up and running. How long do you think it would need to enable all these requirements; Days, Weeks or Months? It would not be an acceptable answer for businesses, they need it to be done now. What about using different devices and systems, they may use different protocols and standards, which can make it difficult for the administrator to manage all these devices. And then there is a limit to physical networks about how much can they expand, for example, 4096 VLANs limit per LAN.

Security

Security is the most important aspect of any network infrastructure. This is what keeps those hackers away and protects your business. In traditional networks, security is provided by Firewalls which can provide Layer 3, Layer 4 and Layer 7 inspection. There are other appliances that provide advanced security features such as IDS/IPS (Intrusion Detection System/Intrusion Prevention System). However, there are a few inherent flaws with these systems. First, these require network traffic to be hairpinned due to their non-distributed architecture and placement in North-South bound network traffic. Now, it could be challenged by saying how about utilizing firewall services directly on the workload itself. But different workloads have different OS and different consoles and it becomes very difficult to manage rules without any centralized management. Second, most of these Firewalls or Intelligent Systems are very good at acting as perimeter firewalls. They can stop most of the security attacks but not all.

Most of the cyber-attacks in recent years have a common characteristic – Lateral Movement. Once a malicious vector gets access to a system inside a datacenter, they use various vulnerabilities to exploit and move malicious code from server to server also known as East-West movement or lateral movement.

Using a perimeter-only strategy makes it extremely difficult to prohibit lateral movements, and traditional firewalling makes it exceedingly expensive to safeguard traffic across all workloads in a datacenter.


Introducing SDN


SDN or more commonly Software Defined Networking is a networking approach where Control Plane (Decision Maker) is separated from Forwarding Plane or Data Plane (Who transmits data). This approach is different from traditional networking in the sense that instead of using dedicated physical devices such as switches or routers to control traffic, it uses software to either create and control a new Network Infrastructure on top of physical networks known as a Virtual Network or control traditional hardware.

The key difference between SDN and traditional networking is infrastructure. While traditional networking is a hardware-based approach, SDN is a software-based approach. In an SDN architecture, the control plane is centralized and implemented in software, while the data/forwarding plane is implemented in network devices or servers. This separation allows for greater flexibility and programmability, as the control plane can be easily updated or modified without requiring changes to the physical network infrastructure. This allows network engineers to manage the entire network infrastructure from a centralized user interface and enable them to control the network, change configuration settings, provision resources or increase network capacity.

Different models of SDN

The key aspect of SDN is the separation of the Control Plane and Data Plane. This can be achieved in different ways which constitute different models of SDN.

Open SDN

Network administrators use a protocol like OpenFlow to control the behavior of virtual and physical switches at the data plane level.

SDN by APIs

Instead of using an open protocol, APIs (Application Programming Interfaces) controls the flow of data over the network across multiple devices.

SDN Overlay Model

Another type of software-defined networking runs a virtual network on top of an existing hardware infrastructure, creating dynamic tunnels to different on-premise and remote data centers. The virtual network allocates bandwidth over a variety of channels and assigns devices to each channel, leaving the physical network untouched.

Hybrid SDN

This model combines software-defined networking with traditional networking protocols in one environment to support different functions on a network. Standard networking protocols continue to direct some traffic, while SDN takes on responsibility for other traffic, allowing network administrators to introduce SDN in stages to a legacy environment.

Introducing NSX – A VMware SDN Solution

VMware NSX is part of a wider VMware Virtual Cloud Network framework. In essence, VCN (Virtual Cloud Network) is a VMware framework to apply consistent network and security policies to different types of workloads which could be virtual machines, containers or applications running on different types of platforms such as hypervisors, bare metal servers or cloud platforms. VCN is all software in nature and requires no dedicated or specialized hardware to run, as long as minimum requirements can be fulfilled VCN can be deployed as a software layer. This software layer provides connectivity between different datacenters, cloud platforms or edge infrastructure and helps in deploying consistent security policies which help in overcoming challenges posed by traditional physical networks. Apart from providing networking and security, VCN includes several other solutions which are key to providing extensibility, integration, automation and consistency. Figure 1.2 captures key solutions part of VCN portfolio
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Figure 1.2: VMware Virtual Cloud Network Portfolio

Key solutions part of the VMware Virtual Cloud Network portfolio are:


	
NSX Data Center – VMware solution for providing consistent networking and security policies across multiple applications and workloads running on different platforms

	
NSX Advance Load Balancer (ALB) – VMware distributed load balancing solution for virtual machines, containers, bare metal servers or workloads running on the cloud

	
Hybrid Cloud Extension (HCX) – Provide the capability to migrate workloads from legacy infrastructure to the cloud with minimal downtime

	
NSX Network Detection & Response (NDR) – Advance threat detection and analysis services provided by VMware for proactive response

	
NSX IDS/IPS – VMware advanced fully distributed Layer 7 intelligent threat detection and prevention services part of NSX solution

	
NSX Cloud – SaaS offering for NSX services which delivers networking and security services for applications running in public cloud natively.

	
Tanzu Service Mesh – Provide consistent networking and security management across different Kubernetes platforms from a central console

	
Aria Operations for Network – Provide visibility, monitoring for virtual and physical networks and based on flows captured provides recommendations for distributed firewall in the NSX environment



Note: Key solutions listed above NSX IDS/IPS, NDR, and ALB are covered in this book as part of NSX and not as a standalone product. Other key solutions are outside the scope of this book.

NSX Data Center

NSX Data Center is a VMware SDN offering for networking and security and is based on four fundamental attributes:


	
Policy and Consistency – NSX allows the user to provide desired state configuration with the help of API or UI which enables automation for fast pace business requirements. It has various controls and inventories in place to keep the system in a consistent state across different platforms.

	
Connectivity – It provides logical switching and distributed routing capabilities separated from the management plane and control plane without being tied to a single compute domain. For example, multiple vCenter can be integrated with a single NSX to provide consistent networking across different clusters. It can further extend connectivity to different sites, public clouds or containers via specific implementations.




	
Security – It allows for distributed security across multiple workloads but still provides centralized management for security policies. This helps in providing consistent security policy on different workloads be it Virtual machines, containers or applications running in private or public cloud to maintain correct security posture.

	
Visibility – It provides a wide variety of toolsets such as Traceflow, Live Traffic Analysis, Spanning, metric collection, and events all available in a single place greatly reducing operation complexities.



NSX Architecture

VMware NSX Data Center is based on the Overlay SDN model and provides consistent networking and security services in the IT environment. It implements these services including but not limited to Switching, Routing, NAT, VPN, firewalling, etc. in software hence bringing networking services into software construct. Further, these services can be provisioned on demand in different combinations to create different network environments as per application requirements with tremendous agility. NSX implements all these features with the help of three different functional planes. These are:


	Management Plane

	Control Plane

	Data Plane



Figure 1.3 shows different components which made up these functional planes which are covered in depth in upcoming section.
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Figure 1.3: NSX High-Level Architecture Components

Before NSX-T 2.4 (Before version 4.x, NSX was named as NSX-T), Management plane and Control plane were deployed as separate appliance. However, starting NSX-T 2.4, the Management plane and Control plane are merged into a single appliance known as the Manager Appliance and Data Plane is implemented with the help of transport nodes – more to be discussed in the upcoming section.

Note: Starting NSX 4.0, KVM is no longer supported as a transport node. Also, VIO is the only supported OpenStack implementation with NSX 4.0 and above.

Management Plane

The management plane is the point of entry into the NSX environment. This is where cloud platforms, management tools or API clients interact with NSX using API queries or we as a user can interact either via Graphical User Interface or API queries. The primary responsibilities of the management plane are to store user configurations, handle any queries and perform operational tasks such as pushing policies to the control plane for realization, storing configuration in the database, etc.

The management plane is implemented by NSX Manager Appliance in an NSX environment. NSX Manager provides a centralized interface to view and manage NSX deployments. As the NSX Manager appliance is the single point of entry in an NSX environment, in order to avoid a single point of failure, it is deployed as a group of three nodes to form NSX Management Cluster which provides high availability and scalability in an NSX environment.

Key functionalities of the NSX Management Cluster include:


	The entry point for user configurations either via RESTFul APIs or GUI (Graphical User Interface)

	Store desired user configuration in distributed database

	Push desired user configuration to control plane for realization

	Communicate with Data Nodes to retrieve metrics as well as realized configuration



NSX Management Cluster

 As stated earlier, the NSX Management cluster is formed by grouping three NSX Manager appliances in a cluster. Prior to NSX-T 2.4, NSX Manager and NSX Controllers were separated by their roles and deployed as separate appliances. So, in total four appliances were needed, one for management and three for controllers but still it was a single point of failure of the management plane. Starting NSX-T 2.4, Management Plane components and Control Plane components merged into a single appliance eliminating a single point of failure for the management plane.

NSX Manager cluster primarily runs the following functions:


	Manager Role

	Policy Role

	Controller Role

	Distributed Persistent Database



Manager and Policy Role provides management plane functionality whereas the Controller role as the name suggests servers control plane functions. All the desired configuration is saved in a distributed database which is replicated across all three nodes, providing the same configuration view to all nodes in a cluster. Figure 1.4 depicts different roles which make up Management Plane and their cluster groups within a NSX Management Cluster.
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Figure 1.4: NSX Management Cluster Components

NSX Manager appliance is available in different sizes to be deployed based on different requirements. The following table highlights different options available to deploy an NSX manager appliance:









	
Appliance Size


	
Memory


	
CPU


	
Disk Space





	
Extra Small VM


	
8 GB


	
2 vCPU


	
300 GB





	
Small VM


	
16 GB


	
4 vCPU


	
300 GB





	
Medium VM


	
24 GB


	
6 vCPU


	
300 GB





	
Large VM


	
48 GB


	
12 vCPU


	
300 GB






Table 1.1: NSX Manager Appliance Size

Note: Extra Small VM resource size is only for the Cloud Services Manager appliance.

Small VM appliance is for lab or Proof-of-Concept deployment and should not be used for production deployments.

NSX Consumption Model

NSX manager provides two different models to interact with the NSX environment or consume NSX services. These two different models are handled by two different roles:


	Policy Role

	Manager Role



Primarily, you will be working with Policy Role which is a declarative state configuration model whereas the Manager role is an imperative state configuration model. Let’s take an example to understand more about the Policy role and Manager role. Imagine going to a pizzeria and ordering a margarita pizza. We tell the pizzeria about our choice of margarita pizza and the size of the order whether it will be small, medium or large. We are providing the desired state of our order and we leave it up to the pizzeria to figure out the recipe, ingredients and step-by-step details to create a desired pizza. The policy role handles the desired end-state order from the user and then hands it over to the manager role to figure out the step-by-step process. So, we order through the Policy role and then the backend of the pizzeria is handled by the Manager role to figure out how to achieve the desired end state. To summarize, In Policy Model or Policy role we provide desired state whereas in the Manager role we need to provide step-by-step configurations.

NSX Policy: NSX Manager’s default UI mode is policy mode. Some of the key functions provided by NSX Policy role:


	It provides a centralized interface for configuring networking and security policies across the environment

	It takes the desired state configuration from users in NSX UI or can be accessed via API URI /policy/api/


	It enables the user to specify the final desired state of the system without worrying about the current state or underlying implementation steps



NSX Manager: NSX Manager UI is disabled by default and is deprecated from NSX-T 3.2. It is temporarily used to address deployment created via Manager mode or upgrade from older NSX-T versions. NSX-T 3.2 has introduced a policy promotion tool to migrate configuration from manager mode to policy mode. Other key functions provided by NSX Manager Role:


	
It installs and prepares the data plane components

	It retrieves and validates configurations from NSX Policy and pushes the configuration to the control plane

	Also, it retrieves the metrics from data plane components



Using Policy vs. Manager UI

It is always recommended to use Policy UI for any new deployments as Manager UI is deprecated and new features are implemented in Policy UI only. However, for a few use cases, the use of Manager UI might be required. The following table highlights such use cases where Manager UI is required.







	
Policy Mode


	
Manager Mode





	
For any new deployments should use policy mode

NSX Federation is supported on Policy mode only


	
Any deployment created using Advanced mode





	
NSX Cloud Deployments


	
Deployment where integration with another plugin is required such as Openstack or NSX Container Plugin





	
Networking features - VPN, DNS Services, DNS Zones, are supported in Policy mode only


	



	
Security features available in Policy mode only:


	Endpoint Protection

	Network Introspection

	Context Profiles

	L7 applications

	FQDN







New Distributed Firewall and Gateway Firewall Layout


	Categories

	Auto service rules

	Drafts




	
Security features available in Manager mode only:


	Bridge Firewall








Table 1.2: Using Policy UI or Manager UI


NSX Manager Communication Workflow


We have discussed a lot about different roles and components in the NSX Manager appliance, so let’s map them out and see how they interact with each other. Figure 1.5 shows key services part of NSX Manager and how they communicate with each other to take desired state configuration from user, validate it and save it in database.
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Figure 1.5: NSX Manager Communication Workflow

As a first step, the user accesses the UI or REST API which comes through Reverse Proxy on NSX Manager. Revery Proxy is the first point of entry with authentication and authorization capabilities. Configuration is then sent to Policy which in turn update CorfuDB which is our persistent distributed database to save desired configurations. The policy then sends configuration to Proton which is our manager role. Proton in turn validates all the configurations provided by Policy and updates the CorfuDB database. After validation and updating CorfuDB, Proton then sends the configuration to Control Plane.

Proton is one of the core components of NSX Manager and it is responsible for various key functionalities such as logical switching, logical routing, distributed firewall, etc. and both Proton and Policy save their data in CorfuDB which is replicated to other nodes in the cluster to provide consistent view to all nodes in NSX cluster.

Control Plane

Control Plane consists of the Controller role whose primary function is to maintain the realized state of the system based on desired state configuration received from the Manager role or Proton. The controller role performs this function by computing the runtime state based on the configuration from Proton and then pushing the stateless configuration to the data plane. Figure 1.6 highlights component of control plane.
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Figure 1.6: NSX Control Plane

Another key function of the Controller is to distribute topology information reported by data plane nodes and maintain the realized state configuration for the system. In NSX, the control plane functionality is achieved through a multi-tier approach and it is divided into two main parts, Central Control Plane and Local Control Plane as shown in Figure 1.7:
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Figure 1.7: NSX Control Plane Architecture


	
Central Control Plane (CCP): Central Control Plane or CCP resides on NSX Manager nodes and it is part of the Controller role. CCP is also implemented as a cluster form factor with a controller role running on all three NSX Manager nodes part of the cluster. This provides both high availability and load distribution within the control plane. As stated earlier, one of the primary functions of the controller role is to compute runtime state configuration and this is handled by CCP on NSX Manager nodes. Also, it distributes topology information reported by LCP running on data plane nodes to other CCP nodes so the same realized state is maintained across the environment.
As CCP is logically separated from the data plane, any failure on the control plane doesn’t affect data plane traffic or any user traffic is not passed to CCP avoiding any hairpinning.



	
Local Control Plane (CCP) – Local Control Plane or LCP exists on each and every data plane node which can be ESXi host, Edge nodes or bare metal servers (more on data nodes covered in Section Data Plane). Its primary function is to program or configure kernel modules on data nodes and push stateless configuration to forwarding engines. It monitors the link status on local data nodes and provides any update in the forwarding engine to CCP.




[image: ]


Figure 1.8: Information distribution from LCP to CCP

An important point to note here is each data plane node is communicating with a single control node. Any time a transport node or data node is initialized, it is assigned to a control node. CCP receives any configuration update from NSX Manager and pushes the information to the LCP of transport nodes. In Figure 1.8, transport node on left has a configuration update. How transport node on right receives these updates is shown in a multi-step process.

If any update or change occurs on a transport node, as a first step the LCP running on transport nodes updates its assigned control node or CCP running on a specific control node. In the second step, CCP further distributes these changes to other control nodes via the help of the distributed database. Also, any transport nodes assigned to the same CCP will receive the changes. In the last step, CCP running on other control nodes push changes to their respective assigned LCP. So, changes in any node are propagated to the entire NSX environment to keep it consistent. This distribution of workload is achieved with the help of process Sharding.

Sharding

Sharding is the process to distribute workload across multiple control plane nodes. NSX Management cluster is made up of three nodes with each node running a controller role and more specifically CCP. With the help of sharding, transport nodes or data nodes are divided equally among different CCP nodes and the CCP node is responsible for maintaining state information on data nodes that are assigned to it. This helps in dividing load across the NSX Management cluster and avoids high load or high resource usage on a specific node only. Figure 1.9 shows transport nodes assigned to a specific controller node to share load.
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Figure 1.9: Controller Sharding

On a high level:


	The transport node is assigned to a specific CCP node for L2, L3 and distributed firewall rule configuration and distribution

	Each CCP node receives updates from both the Manager role and Data plane node but maintains state configuration on the specific transport node it has been assigned to.



But a question arises here – What if my controller got failed? What will happen to transport nodes assigned to failed controller node? Will it affect my data plane traffic?

The answer is pretty simple; we have separated our control plane from the data plane. So even if my controller node got failed, data plane traffic will remain unaffected and continues to flow without any effect. And there is a heartbeat running between all controller nodes so if one controller node gets failed, other controller nodes become aware of the failure and the sharding table is recalculated to again distribute the load among the remaining controller nodes.

Note: If two controller nodes or NSX Manager appliance get failed in a three-node cluster then Management Plane goes into a read-only state and no configuration changes can be performed.

Data Plane

The data plane is the most important component in the NSX environment as this is where actual packet processing is performed. It is completely distributed and stateless in nature as if any data node, for example, ESXi host gets failed all Virtual Machines running on a specific ESXi host get failed over to other hosts.

The data plane consists of Transport Nodes where TN (Transport Node) is the host who is running LCP (Local Control Plane) daemons and forwarding engines. NSX support different type of transport nodes and can be classified into two broad categories:

Host Transport Nodes

Host transport nodes are either Hypervisor or Bare metal servers which are prepared and configured for NSX to provide network and security to workloads or applications running on them. The most common host transport nodes are:


	
ESXi Host: It provides a data plane function for different types of workloads such as VMs and containers. NSX implements a data plane on the ESXi host with the help of N-VDS (NSX Virtual Distributed Switch). Starting NSX-T 3.0, NSX can be directly installed on top of VDS v7 (vSphere Distributed Switch). Also, from NSX 4.0, N-VDS is no longer supported with ESXi.

	
KVM: Starting NSX 4.0, KVM is no longer supported. However, in an earlier release, NSX-T installed N-VDS which is based on OVS (Open vSwitch) to provide data plane functions to VMs running on KVM.

	
Bare Metal Server: NSX Agent or NSX third-party packages can be installed on bare metal servers running Windows or Linux to secure applications running on bare metal servers. Also, Bare Metal Server can be prepared as an Edge Transport Node to provide routing and network services to the NSX environment.



Edge Transport Nodes

Edge Nodes are special NSX appliances that are dedicated to run stateful and central network services that cannot be distributed in nature such as Gateway Firewall, N-S Routing, NAT or VPN, and so on. Edge TNs are grouped into a cluster to provide high availability and scalability for network services by abstracting and presenting compute resources as a pool of resources to centralized network services. Edge Transport Node can be deployed in two forms:


	
Edge VM Node: As the name suggests, the Edge transport node is deployed as a virtual machine in a vSphere environment. This is the most common deployment and can cater to most business requirements.

	
Bare Metal Edge Node: Instead of deploying a virtual machine, a bare metal server can be instantiated as an Edge transport node. Bare metal edge nodes are usually deployed where bandwidth requirements are much higher than a VM form factor can provide.



Some of the key functions provided by Data Plane are:


	It forwards the packets based on the configuration provided by the local control plane which in turn is provided by the central control plane based on the user-desired configuration

	It processes packets based on various flow tables and rules which are populated by the control plane

	It reports the topology information back to the control plane with help of the local control plane which is further distributed to other data plane nodes

	It monitors the status of links and tunnels and in case of any failure and performs failover

	Last but not least, it maintains statistics and metrics at the packet level which helps in determining resource utilization and different events



Transport Node Communication Path

As we stated earlier in Management Plane and Control Plane sections, part of their function is to communicate with data plane nodes, collect metrics or statistics and push stateless configurations respectively. Instead of the Manager from the Management plane and CCP from the Control plane communicating directly with the data node or more appropriately transport node, they use a proxy called APH (Appliance Proxy Hub) to communicate with the transport node. Figure 1.10 highlights different ports and services responsible for communication between NSX Manager node and Transport node.
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Figure 1.10: Transport Node communication with Manager Node

APH (Appliance Proxy Hub) runs as a service on the NSX Manager node and provides secure connectivity to the transport node based on the NSX-RPC protocol. Similar to APH on the NSX Manager node, NSX-Proxy runs on a transport node that communicates with APH to provide statistics or receive configurations. NSX preparation or initial configuration is handled by the Manager running on the NSX Manager node and when a transport node is added to NSX, it sends configuration to APH which in turn talks to NSX-Proxy over TCP Port 1234 to configure the data plane on the local node. Post preparation of NSX over data node, NSX-Proxy collects stats and metrics from the local node and sends it to APH over TCP Port 1234 for further analysis by the Manager.

Similarly, CCP pushes stateless configurations computed based on desired user configurations to APH who in turn sends it to NSX-Proxy over TCP Port 1235 for it to apply on forwarding engines. Also, any topology reported by a local node is communicated by NSX-Proxy to APH over TCP Port 1235 which further communicates information to CCP.

As there are multiple NSX Manager nodes and Transport Nodes, each establishes its own communication channel over a specified port and all traffic passing between different nodes is secure and encrypted in nature.

Conclusion

In this chapter, we discussed challenges with traditional physical networks and how VMware NSX can overcome those challenges without the need for any specific hardware with help of Software Defined Networking. Like any network device, NSX can be divided into three functional planes which are logically separated from each other to avoid effect on one plane due to the failure of another. Policy and Manager roles are key components of the Management Plane whereas CCP and LCP constituents control the plane. NSX supports a wide array of platforms that can be configured as data plane nodes or transport nodes to provide Network and Security services to different workloads or applications running on them.

Real fun with NSX begins with hands on experience. In next chapter, we will begin with deployment of NSX manager and cover how to prepare infrastructure for NSX.

Key Terms


	
VLAN (Virtual Local Area Network): A group of devices logically segmented in same broadcast domain on a switched network

	
NAT (Network Address Translation>): It is a method to map multiple or single private IP address to a public IP address before passing traffic over network

	
SDN (Software Defined Networking): A networking approach to separate control plane from data plane with help of software and can be implemented in different models

	
Overlay: Virtual network created on top of physical network to create different network services with help of encapsulation and tunnels

	
NSX Manager Node: A specialized appliance provide by VMware to implement virtual network in datacenter. Also, it serves management and control plane functions

	
NSX Manager Cluster: A group of three NSX Manager nodes to provide high availability and scalability to management plane and control plane

	
Policy Role: A declarative based approach which take user inputs in form of desired state configurations

	
Manager Role: A imperative based approach which provide step by step configuration to achieve desired state configuration

	
CorfuDB: A persistent distributed database to save configurations and inventory

	
CCP (Central Control Plane): Controller role runs on NSX Manager node and compute stateless configurations from desired user configurations provided by manager to further push to local control plane

	
LCP (Local Control Plane): Controller role running on transport node helps in pushing stateless configuration to forwarding engine to achieve realized state configuration

	
Transport Node: Any host such as hypervisor or bare metal server prepared for NSX running LCP daemons and forwarding engines

	
APH (Appliance Proxy Hub): Service running on NSX Manager node responsible for communication between NSX Manager node and transport node









CHAPTER 2


Deploying NSX Infrastructure



Introduction

In the previous chapter, we reviewed NSX architecture on a high level and different key components in an NSX environment such as Manager, Controller and Transport Nodes. This is all good but the real fun begins with deployments. This chapter covers the deployment of NSX Manager, attaching it to a vCenter server and most important preparing data nodes. Key steps in preparing NSX data nodes are:


	Creating Transport Zone

	Creating uplink profiles

	Preparing ESXi host for NSX



This chapter covers all the preceding steps to prepare your NSX environment in addition to deploying NSX Manager. Starting NSX 4.x, KVM is no longer supported, hence this chapter covers NSX infrastructure deployment and preparation for the vSphere environment only. KVM preparation for the NSX environment is out of the scope of this book but documentation for the same has been provided in the References section.

Structure

In this chapter, we will cover the following topics:


	Deploying NSX Manager Cluster on vSphere

	Deploying NSX Manager

	
NSX Manager Base Configuration

	Deploying Additional NSX Manager Node

	Creating NSX Management Cluster using CLI

	Configuring Virtual IP for Cluster

	Validating NSX Management Cluster





	Preparing NSX Data Plane

	Architecture of Transport Nodes

	Transport Zones

	Uplinks or pNICs

	Uplink Profile

	Transport Node Profile



Preparing ESXi Host as Transport Node





Deploying NSX Manager Cluster on vSphere

Before configuring or utilizing NSX networking in the environment, it is important to set up a management plane as it provides entry into the NSX environment. As covered earlier, the management plane consists of three Manager appliances grouped in a cluster which are deployed as Open Virtualization Appliance (OVA) appliances either on standalone ESXi hosts or ESXi hosts managed by a vCenter server. The recommended way to deploy NSX Manager is through the vCenter server as the vCenter server can deploy any virtual machine that NSX Manager directs it to thus removing manual overhead. In a nutshell, first NSX Manager is deployed using the OVA file provided by VMware and post successful deployment of NSX Manager, the vCenter server is registered with NSX Manager as a compute Manager. Subsequent NSX Managers are deployed from within NSX UI to create a three-node management cluster. As a next step, prerequisites for Data Plane preparation are configured such as Transport Zone, uplink profile, etc. and ESXi host is prepared as Transport Nodes. Last but not least, edge nodes are deployed and configured in an Edge Cluster to provide centralized network services. Figure 2.1 shows the steps to implement NSX in the vSphere environment workflow.
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Figure 2.1: Deploying NSX on vSphere Workflow

All the steps mentioned in Figure 2.1 are covered in detail in the subsequent sections.

Note: Registration of the vCenter server is required if additional NSX Manager nodes need to be deployed from NSX UI, otherwise additional NSX Manager nodes can be deployed using the OVA file and form management cluster with help of NSX CLI.

Deploying NSX Manager

NSX Manager is provided by VMware as an OVA (Open Virtualization Appliance) template which can be deployed in a vSphere environment using UI or in an automated fashion through APIs or scripts. NSX Manager can be deployed either directly on a standalone ESXi host or using vCenter server-managed ESXi hosts, however appropriate permissions are required to successfully deploy NSX Manager in either option. VMware provides different components bundled together in a single appliance template, so the same template can be used to deploy CSM, NSX Manager or Global Manager (required for federation, covered in detail in Chapter 13, NSX Multisite Deployment) and once NSX Manager is deployed, Edge VM or NSX VIB installation on ESXi host can be done from same NSX Manager without the need of extra binaries. The step-by-step process to deploy the NSX Manager in the vSphere environment using the vCenter server are as follows:

Step 1: Download the NSX Manager OVA file from VMware using Customer Connect Portal.

Step 2: Login into the vCenter server with the user account assigned with proper permissions. Select the Cluster or ESXi host on which to deploy NSX Manager and either right-click or go to Actions and select Deploy OVF Template. Select Local File and browse the directory containing the OVA file. Figure 2.2 shows the dialog box with NSX Manager OVA selected.
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Figure 2.2: Select an OVF Template dialog box

Step 3: Click Next and provide an appropriate name for NSX Manager VM which will be deployed on the ESXi host and optionally select VM folder to place NSX Manager VM.

Step 4: Click Next and select compute resource either Cluster or specific ESXi host to run NSX Manager VM.

Step 5: Clicking Next presents the Review screen with details about the OVA template file such as Vendor, Version, Product and Publisher information. Review the information and click Next.

Step 6: The next dialog box named Configuration presents four different size options to select. As covered in Chapter 1, Introduction to NSX Datacenter, these are:


	
ExtraSmall: Only supported for Cloud Service Manager Role

	
Small: Only supported for Global Manager production deployment. It can be used for POC or Lab deployment of NSX Manager.

	
Medium: Supports up to 128 ESXi hosts (at the time of writing with NSX version 4.0.1) in a production NSX Manager cluster deployment

	
Large: Supports up to 1024 ESXi hosts (at the time of writing with NSX version 4.0.1) in a production NSX Manager cluster deployment



Figure 2.3 shows the Configuration screen with the preceding options.
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Figure 2.3: Configuration dialog box with different size options

 Step 7: Select the desired Datastore and provisioning type for storage and vSphere Port group for network connectivity in subsequent options and click Next.

 Step 8: The next screen named Customize Template is the most important screen as it will take input of all properties for NSX Manager which are:


	
System GRUB Root User Password: Set password for the GRUB boot menu to avoid tempering of boot options

	
System Root User Password: Set root password for NSX Manager appliance, provide shell access to VM

	
CLI admin User Password: Set admin password for NSX Manager, provide admin access to NSX environment

	
CLI audit User Password: Set audit user password for NSX Manager, provides read-only access to NSX environment, this can be setup later on from within NSX UI

	
Hostname: Hostname of NSX Manager accessible over the network

	
Rolename: Select the appropriate role to deploy NSX Manager, Cloud Service Manager or Global Manager

	
Management Network Details: Provide IP details to access NSX Manager over the network.

	
DNS Details: Setup DNS Server IP and Search List to resolve the hostname to IP within NSX Manager

	
Service Configuration: Select if SSH services should be enabled or not as per requirement. Important is to set up the NTP server correctly to avoid any issues in the network due to time drift between different components.



 Step 9: Click Next and this is the final screen. Review all details and click Finish to start deployment of the first NSX Manager. Figure 2.4 shows the Ready to Complete screen.
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Figure 2.4: Ready to Complete screen with details entered earlier

 Step 10: It takes a few minutes depending upon the underlying hardware to complete the deployment of the NSX Manager appliance VM and after the NSX Manager is deployed, either right-click on the VM in the vCenter server or go to Actions, Power and click Power On.

 Step 11: Preconfigured first boot scripts configure NSX Manager with the information provided earlier. Figure 2.5 shows such scripts in action.
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Figure 2.5: First boot of NSX Manager Appliance

Note: Screenshots for configurations or deployment provided in this book are based on vSphere 7.0 Update 3 and NSX 4.0.1.1. There can be a few UI elements changes between different versions hence reader discretion is advised.

Congratulations! You have successfully deployed your first NSX Manager. However, we have just started with deployment and still, a long way needs to be covered. So, grab a cup of tea or coffee as in the next section we dive into base configurations of our newly deployed NSX Manager.

NSX Manager Base Configuration

After the first NSX Manager appliance is deployed there are a few initial configurations that need to be completed first before proceeding further. Some of these initial configurations are optional in nature but recommended to complete, these include but are not limited to registering the vCenter server with NSX Manager, installing licenses and deploying additional NSX Manager nodes to form a cluster. Unlike NSX-V or NSX for vSphere which support only one vCenter per NSX-V Manager in NSX Manager multiple compute Managers (or vCenter server) can be integrated up to a maximum of 16 in a Large deployment and 2 in Medium deployment. The benefit of registering the vCenter server with NSX Manager is NSX polls the vCenter server to collect cluster information for Data Plane preparation. Also, in order to deploy additional NSX Manager nodes or Edge nodes from NSX itself, it requires a compute Manager. But in order to perform these configurations, access to NSX Manager is needed which can be achieved in multiple ways.

Tip: Use VMware Configuration Maximum Tool to understand maximum supported for each component by visiting link https://configmax.esp.vmware.com/.

Accessing NSX Manager

NSX Manager can be accessed in the following ways:


	Through supported web browser by logging into NSX UI

	Through CLI

	Through API



The most commonly used method is a web browser where the user can perform configuration in an easy-to-use GUI (graphical user interface) interface. This is more involving in nature as the configuration has to be completed in a step-by-step fashion.

Accessing NSX Manager using NSX UI

 Step 1: Open a web browser and enter the FQDN (Fully Qualified Domain Name) or IP Address of the NSX Manager appliance.

 Step 2: On the credential prompt, provide a username and password to login into NSX Manager. If this is the first time login, provide admin as username and password as set earlier during deployment to log in. Figure 2.6 shows such a prompt in action.
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Figure 2.6: Accessing NSX Manager using a web browser

 Step 3: First time logging into NSX Manager, accept EULA presented and skip the introductory walkthrough of UI. Also, accept either to join VMware Customer Experience Improvement Program (CEIP) or uncheck the box to opt out of VMware CEIP. Figure 2.7 shows the first login screen post accepting EULA and CEIP.
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Figure 2.7: NSX Manager User Interface

Accessing NSX Manager using NSX CLI

In order to access NSX Manager using CLI, either an SSH session or console session needs to be opened and an admin credential needs to be provided. During deployment, NSX Manager provides an option to enable SSH session, however, if it is not selected during deployment then first SSH services need to be started and enabled in NSX Manager using Virtual Machine console from ESXi host or vCenter server. The following console output shows the commands to start the SSH service, set it to start on boot automatically and get the status of the SSH service.



	
sa-nsx-01> start service ssh

sa-nsx-01> set service ssh start-on-boot

sa-nsx-01> get service ssh

Mon Jan 02 2023 UTC 22:47:45.910

Service name:      ssh

Service state:     running

Start on boot:     True

Root login:        enabled






Table 2.1: Console output to start SSH service on NSX Manager node

NSX CLI can be accessed from an SSH client after SSH services are started on NSX Manager and use list command to show all available commands to perform retrieve information or configure the NSX environment.

Tip: NSX CLI is available across all NSX prepared infrastructure NSX Manager, ESXi host and Edge Nodes and is consistent in nature across all nodes.

Accessing NSX Manager using API

NSX Manager uses RESTful API and it drives everything, even NSX CLI and NSX UI are API clients. Usually, API is used when GUI cannot be used or certain tasks need to be automated using scripts or other tools such as Terraform or Ansible. NSX Manager accepts API requests on TCP port 443 over HTTP application protocol to perform HTTP actions such as:


	
GET: Command to query, read and retrieve NSX objects

	
PUT, POST, PATCH: Command to create, modify or update NSX objects

	
DELETE: Command to delete NSX objects



A complete list of API URI path and commands can be accessed on VMware which include documentation and sample codes.

Registering vCenter Server with NSX Manager

After accessing the NSX Manager for the first time, one of the important tasks to complete is registering a vCenter server or in NSX Manager terms Compute Manager. As stated earlier, registering a vCenter server with NSX Manager provide multiple functions such as additional NSX Manager node deployment directly from NSX UI, preparing ESXi host as a Transport Node without manual registration or deeper integration with vSphere for Kubernetes. Following is the step-by-step process to register the vCenter server with NSX Manager.

Step 1: In order to register the vCenter server with NSX Manager, log in to NSX Manager UI with admin privileges. Navigate to System menu and in the left pane, expand Fabric. Click on Compute Managers. Any registered vCenter server will be visible here or if this is a new environment, it will be an empty screen. Figure 2.8 shows Compute Manager window with no registered vCenter server.
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Figure 2.8: NSX Compute Managers

Step 2: Click on the + (Plus) icon Add Compute Manager and a new dialog box with the name New Compute Manager will open as shown in Figure 2.9.
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Figure 2.9: New Compute Manager

Step 3: Enter the required details and click on Add. A few key details to be entered here are:


	
Name: Name of Compute Manager in NSX UI

	
Type: vCenter

	
FQDN or IP Address: Either the DNS name or IP address of the vCenter server to be connected

	
Port: 443 (default), needs to be changed if vCenter is using a custom port

	
Username: User account name with required privileges to access the vCenter server (detailed list of privileges can be viewed at https://docs.vmware.com/en/VMware-NSX/4.0/administration/GUID-D225CAFC-04D4-44A7-9A09-7C365AAFCA0E.html)

	
Password: User account password

	
Create Service Account: Optional, can be enabled for vSphere 7.0 and above. If using vSphere 7.0, it is recommended to create a service account

	
Enable Trust: Optional, can be enabled for vSphere 7.0 and above

	
Access Level: It can be enabled if Trust is enabled.

	
Full Access: Full access is required for the integration of NSX Manager with vSphere for Kubernetes and for using vSphere Lifecycle Manager to manage host preparation

	
Limited Access: Can be selected if only using vSphere Lifecycle Manager to manage host preparation







Step 4: A new warning prompt will pop up alerting about Missing Thumbprint. Validate the thumbprint and click on Add. Figure 2.10 shows such a pop-up.



[image: ]


Figure 2.10: Warning Pop-up for missing Thumbprint

Step 5: Give it a minute or two and the vCenter server will be registered in NSX Manager with connection status as Up. Figure 2.11 shows the vCenter server registered with NSX Manager.
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Figure 2.11: vCenter server registered with NSX Manager

Adding Licenses in NSX Manager

Another important task is to add licenses in NSX Manager as without adding appropriate licenses, NSX Manager will not let you prepare the ESXi host as Transport Nodes. There is an evaluation license to test NSX free of cost but it is not recommended for production deployments. To add licenses, navigate to System menu and in the left-hand pane, select Licenses under Settings. Click on the + (plus) icon Add License and enter the license key. Figure 2.12 shows the license window with a newly added license key.
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Figure 2.12: Adding a new license key in NSX UI

A few other important tasks are to configure Backups for NSX Manager which can be done in Backup & Restore under the System tab, replace the self-signed certificate with CA signed certificate and integrate NSX Manager with Identity providers such as Active Directory (AD). These tasks have been covered in detail with a step-by-step process in Chapter 14, Monitoring and Managing NSX.

Deploying Additional NSX Manager Node

After the first NSX Manager appliance is deployed, configured and the vCenter server has been registered as a compute Manager, the second and third NSX Manager nodes can be deployed directly from NSX UI to form the NSX Management cluster providing high availability and scalability in NSX environment. The step-by-step process to deploy the NSX Manager node from NSX UI are as follows:

Step 1: After logging into the first NSX Manager node, go to System tab and click on Appliances in the left-hand pane under Configuration. Appliances window shows the existing NSX Manager deployed and their status. In the same window, there are options to deploy additional NSX Manager nodes, configure Virtual IP and add NSX Advance Load Balancer appliance (covered in detail in Chapter 12, NSX DataCenter Services – 2). Figure 2.13 shows details of the first NSX Manager deployed earlier.
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Figure 2.13: Details of NSX Manager appliance

Step 2: Click on Add NSX Appliance and a new window will pop up with details to be filled in:


	
Name: Provide the FQDN or hostname for the NSX Manager node

	
Management IP Details: Provide the IP details to access the newly deployed NSX Manager over the network

	
DNS Server, NTP Server and Search Domains are pre-filled by setup using the first NSX Manager. These can be overridden if required.

	
Node Size: Select the appropriate appliance size as per requirement. It is recommended to keep the NSX Manager size the same for all three nodes.



After providing all details it will look similar to Figure 2.14. Click Next to continue deployment.
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Figure 2.14: Appliance Information for additional NSX Manager Node

Step 3: The second step is about resource configuration where NSX Manager virtual machine will be deployed. Select the appropriate Compute Manager, Cluster, Datastore and Network port group to provide compute, storage and network resources to Virtual Machine. Figure 2.15 shows an example of such a configuration.
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Figure 2.15: Configuration of NSX Manager Virtual Machine

Step 4: In the last step, provide the root password for the NSX Manager appliance and select if SSH login will be allowed or disallowed. Audit and Admin CLI passwords can be overridden if required. Click Install Appliance to start deployment of NSX Manager as visible in Figure 2.16. However, once a new node is joined to NSX Cluster, system root, audit and admin credentials will be overridden with the first NSX Manager node’s credentials.
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Figure 2.16: Final step to deploy NSX Manager from UI

This will start the deployment of the NSX Manager node. As a first step, NSX Manager will direct the vCenter server to deploy the OVF template on selected resources. Post successful deployment of the NSX Manager template, it will be powered on and the first boot scripts will run similar to the first node. Figure 2.17 is a capture of vCenter tasks directed by the NSX Manager.
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Figure 2.17: Tasks initiated by NSX Manager in the vCenter server

After the additional NSX Manager is fully deployed, it initiates a join request to the first NSX Manager to join the NSX Management cluster and post successful join services are distributed across all nodes in the management cluster, the cluster becomes stable as in Figure 2.18 and additional nodes can be deployed.
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Figure 2.18: Additional NSX node deployed successfully

Creating NSX Management Cluster using CLI

Deploying the NSX Manager node using NSX UI takes care of forming a management cluster without the need to run any commands but this requires a compute Manager to be registered with NSX Manager. What if all three NSX Manager instances are deployed using the OVF template or a new NSX Manager instance is deployed from the OVF template instead of NSX UI? In that case, all NSX Managers nodes will be running independently not aware of each other. In such cases, NSX CLI comes to the rescue, with help of NSX CLI, independent instances can be joined together to form a management cluster.
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52.435864]

setZio_scheduler sh [5833)

52.493428] Set_{o_scheduler.sh(5638]: ++ 1561k -dn -0 NAME -x NAKE .
52.495620] Set_io_scheduler.sh(5693]: + for 1 in "IsbIK -dn -0 NAME -x NAME

52.435760] set_io_scheduler.sh(5633]: + los_config=/sys/block/sda/queue/scheduler.
52.455816] set_io_scheduler.sh(5633): + '[' ~f /sys/block/sda/queve/scheduler 1"

++ cat_/sys/block/sda/queue/scheduler

[
(

{

!

[ 52.436437] set_io_scheduler.sh[5893): + ios="[noop] deadline cfq '

[ 52.436545) set io_scheduler.sh(5833]: + [ [noop] deadline cfq 1= wnoops 1]

[ 52.436592] set_io_scheduler.sh(5833): + echo 'i/0 scheduler '\''noop'\'" is available'
[ 52.436635) set_io_scheduler.sh[5833]: i/0 scheduler 'noop’ is available

[ 52.436676] set io_scheduler.sh(5833]: + for i in 'Isblk -dn -0 NAME -x NAME™

[ 52.436721) set_io_scheduler.sh[5893]: + ios_config=/sys/block/sdb/queue/scheduler

[ 52.436766) set io_scheduler.sh(5833]: + [ ~f /sys/block/sdb/queue/scheduler ']"

[ 52.436811) set_io_scheduler.sh(5893]: ++ cat /sus/block/sdb/aueue/scheduler

[ 52.437229) set io_scheduler.sh(5833]: + ios="[noop] deadline cfq '

[ 52.437295) set io_scheduler.sh(5893): + ([ [noop] deadline cfq 1= wnoopx 1]

[ 52.437341] set_io_scheduler.sh(5893): + echo 'i/0 scheduler '\''noop'\'' is available'
[ 52.437384) set io_scheduler.sh(5893): i/0 scheduler 'noop’ is available

[ 52.433042] set_rx_ring buffer.sh[S837]: + ethtool -G etho rx 4036 rx-junbo 4036 tx 4036
[ 52.500619] set rx_ring_buffer.sh[S837]: + ethtool -g etho

[ 52.501068] set_rx_ring buffer.sh[S837]: Ring paraneters for etho:

[ 52.501132) set_rx_ring_buffer.sh[S837]: Pre-set maximums:

[ 52.501200) setrx_ring buffer.sh(5837]: R 4096

[ 52.501432] set_rx_ring buffer.sh(5897]: RX Mini: 2048

[ 52.501648) setrx_ring_buffer.sh(5837]: RK Jumbo: 403

[ 52.501837) set_rx_ring buffer.sh[S837]: TX: 4036

[ 52.502014] set_rx_ring_buffer.sh[Se37]: Current harduare settings:

[ 52.502197) setrx_ring buffer.sh[S837] : RX: 4096

[ 52.502375) set rx_ring_buffer.sh[S837]: RX Min 128

[ 52.502540) setrx_ring_buffer.sh[S837]: RX Jumbo: 4096

[ Sesoenial setouring uffer shiseorl: 4036

52,977705] cloud-init(5900): Cloud-init v. 22.2-0ubuntu1™18.04.3 running 'init-local’ at Mon, 02
Jan 2023 16:07:16 +0000. Up 52.87 seconds.
[ 0¢ ] started Initial cloud-init job (pre-networking).
[ 0 ] Reached target Netuork (Pre).
Starting Raise netuork. interfaces. ..

(% 1 A start job is running for Raise network interfaces (imin 2s / Smin 50s)_
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